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1. CŜŀǘǳǊŜǎ ŀƴŘ .ŜƴŜŦƛǘǎ 
Á Small size, low cost 16x12 pixels IR array 

Á Easy to integrate  

Á Industry standard four lead TO39 package 

Á Factory calibrated 

Á Noise Equivalent Temperature Difference 
(NETD) 0.1K @4Hz refresh rate 

Á I2C compatible digital interface 

Á Programmable refresh rate 0.рIȊΧспIȊ 

Á 3.3V supply voltage 

Á Current consumption Ғ 12mA 

Á 2 FOV options ς 55°x35° and 110°x75° 

Á Operating temperature -40°C ÷ 125°C 

Á Target temperature -40°C ÷ 300°C 

Á Complies with RoHS regulations 

 

 
 
 
 
 
 
 
 

2. !ǇǇƭƛŎŀǘƛƻƴ 9ȄŀƳǇƭŜǎ 
Á High precision non-contact temperature 

measurements 

Á Microwave ovens 

Á Intrusion / Movement detection 

Á Temperature sensing element for 
residential, commercial and industrial 
building air conditioning 

Á Thermal Comfort sensor in automotive Air 
Conditioning control system 

Á Passenger classification 

Á Industrial temperature control of moving 
parts 

Á Visual IR thermometers 

Á Driver SW for MCU available at: 
https://github.com/melexis/mlx90641-
library.git 

3. 5ŜǎŎǊƛǇǘƛƻƴ 

The MLX90641 is a fully calibrated 16x12 pixels 
thermal IR array in an industry standard 4-lead 
TO39 package with digital interface. 
The MLX90641 contains 192 FIR pixels. An 
ambient sensor is integrated to measure the 
ambient temperature of the chip and supply 
sensor to measure the VDD. The outputs of all 
sensors IR, Ta and VDD are stored in internal RAM 
and are accessible through I2C.  
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Figure 1 Block  diagram

https://github.com/melexis/mlx90641-library.git
https://github.com/melexis/mlx90641-library.git


MLX90641 16x12 IR array 
Datasheet 
 

Page 2 of 55     
 

REVISION 3 ς DECEMBER 9, 2019 

3901090641 

/ƻƴǘŜƴǘǎ 

1. Features and Benefits ............................................................................................................................ 1 

2. Application Examples ............................................................................................................................. 1 

3. Description ............................................................................................................................................ 1 

4. Ordering Information ............................................................................................................................ 6 

5. Glossary of Terms .................................................................................................................................. 7 

6. Pin Definitions and Descriptions ............................................................................................................ 8 

7. Absolute Maximum Ratings ................................................................................................................... 8 

8. General Electrical Specifications ............................................................................................................ 9 

9. False pixel correction ........................................................................................................................... 10 

10. Detailed General Description ............................................................................................................. 10 

10.1. Pixel position ................................................................................................................................... 10 

10.2. Communication protocol ............................................................................................................... 11 

10.2.1. Low level ................................................................................................................................... 11 

10.3. Measurement mode ....................................................................................................................... 12 

10.4. Refresh rate ..................................................................................................................................... 12 

10.5. Measurement flow ......................................................................................................................... 13 

10.6. Address map ................................................................................................................................... 15 

10.6.1. Internal registers....................................................................................................................... 15 

10.6.2. RAM ........................................................................................................................................... 17 

EEPROM ................................................................................................................................................. 18 

11. Calculating Object Temperature ........................................................................................................ 21 

11.1. Restoring calibration data from EERPOM and calculations.......................................................... 21 

11.1.1. Restoring the VDD sensor parameters and VDD calculations ................................................ 21 

11.1.2. Restoring the Ta sensor parameters ....................................................................................... 22 

11.1.3. Restoring the offset .................................................................................................................. 22 

11.1.4. Restoring the Sensitivity ɻÉȟÊ .................................................................................................... 23 

11.1.5. Restoring the Kta(i,j) coefficient .............................................................................................. 24 

11.1.6. Restoring the Kv(i,j) coefficient ................................................................................................ 24 

11.1.7. Restoring the GAIN coefficient (common for all pixel) ........................................................... 25 

11.1.8. Restoring the KsTa coefficient (common for all pixel) ............................................................ 25 

11.1.9. Restoring corner temperatures (common for all pixel) .......................................................... 25 



MLX90641 16x12 IR array 
Datasheet 
 

Page 3 of 55     
 

REVISION 3 ς DECEMBER 9, 2019 

3901090641 

11.1.10. Restoring the KsTo coefficient  (common for all pixel) .................................... 25 

11.1.11. Restoring sensitivity correction coefficients for each temperature range ......................... 26 

11.1.12. Restoring Emissivity ................................................................................................................ 26 

11.1.13. Restoring the Sensitivity ɻ#0 ................................................................................................. 27 

11.1.14. Restoring the offset of the CP ................................................................................................ 27 

11.1.15. Restoring the Kv CP coefficient .............................................................................................. 27 

11.1.16. Restoring the Kta CP coefficient ............................................................................................ 27 

11.1.17. Restoring the TGC coefficient ................................................................................................ 27 

11.1.18. Restoring calibration resolution control settings ................................................................. 28 

11.2. Temperature calculation ................................................................................................................ 28 

11.2.1. Example input data ................................................................................................................... 28 

11.2.2. Temperature calculation .......................................................................................................... 31 

12. Performance graphs .......................................................................................................................... 42 

12.1. Accuracy .......................................................................................................................................... 42 

12.1.1. Pixel accuracy ............................................................................................................................ 42 

12.1.2. Ta accuracy ............................................................................................................................... 43 

12.2. Startup time .................................................................................................................................... 44 

12.2.1. First valid data ........................................................................................................................... 44 

12.2.2. Thermal behavior...................................................................................................................... 44 

12.3. Noise performance and resolution ................................................................................................ 45 

12.4. Field of view (FOV) .......................................................................................................................... 47 

13. Application information ..................................................................................................................... 48 

13.1. Optical considerations .................................................................................................................... 48 

13.2. Electrical considerations ................................................................................................................ 48 

моΦоΦ ¦ǎƛƴƎ ǘƘŜ ŘŜǾƛŎŜ ƛƴ άƛƳŀƎŜ ƳƻŘŜέ ................................................................................................ 49 

14. Application Comments ...................................................................................................................... 50 

15. Mechanical drawings ......................................................................................................................... 51 

15.1. FOV 55° ............................................................................................................................................ 51 

15.2. FOV 110° ......................................................................................................................................... 52 

15.3. Device marking ............................................................................................................................... 53 

16. Standard Information ........................................................................................................................ 54 

17. ESD Precautions ................................................................................................................................. 54 

18. Revision History Table ....................................................................................................................... 54 



MLX90641 16x12 IR array 
Datasheet 
 

Page 4 of 55     
 

REVISION 3 ς DECEMBER 9, 2019 

3901090641 

19. Contact .............................................................................................................................................. 55 

20. Disclaimer .......................................................................................................................................... 55 

 

¢ŀōƭŜǎ 
Table 1 Ordering information .......................................................................................................................................................... 6 
Table 2 Glosarry of terms ................................................................................................................................................................ 7 
Table 3 Pin definition ...................................................................................................................................................................... 8 
Table 4 Absolute maximum ratings ................................................................................................................................................. 8 
Table 5 Electrical specification ........................................................................................................................................................ 9 
Table 6 Priorities of subpage controls ............................................................................................................................................16 
Table 7 Configuration parameters memory ....................................................................................................................................18 
Table 8 EEPROM overview (words) .................................................................................................................................................19 
Table 9 Calibration parameters memory (EEPROM - bits) ...............................................................................................................20 
Table 10 Calculation example input data ........................................................................................................................................28 
Table 11 Calculation example calibration data ................................................................................................................................30 
Table 12 Noise performance ..........................................................................................................................................................46 
Table 13 Available FOV options ......................................................................................................................................................47 
Table 14 Revision history ...............................................................................................................................................................54 

 

CƛƎǳǊŜǎ 
Figure 1 Block  diagram ................................................................................................................................................................... 1 
Figure 2 MLX90641 Overview and pin description ........................................................................................................................... 8 
Figure 3 Pixel in the whole FOV ......................................................................................................................................................10 
Figure 4 I

2
C write command format (default SA=0x33 is used) ........................................................................................................11 

Figure 5 I
2
C read command format (default SA=0x33 is used) .........................................................................................................11 

Figure 6 Refresh rate timing ...........................................................................................................................................................12 
Figure 7 Recommended measurement flow ...................................................................................................................................13 
Figure 8 TV mode reading pattern ..................................................................................................................................................14 
Figure 9 MXL90641 memory map ...................................................................................................................................................15 
Figure 10 Status register (0x8000) bits meaning .............................................................................................................................15 
Figure 11 Control register 1 (0x800D) bits meaning ........................................................................................................................16 
Figure 12 I

2
C configuration register (0x800F) bits meaning .............................................................................................................17 

Figure 13 RAM memory map (Interleaved mode - default) ..............................................................................................................17 
Figure 14 EEPROM to registers mapping .........................................................................................................................................18 
Figure 15 EEPROM Hamming and data bit meaning ........................................................................................................................21 
Figure 16 To calculation flow .........................................................................................................................................................31 
Figure 17 Temperature absolute accuracy - MLX90641BCA .............................................................................................................42 
Figure 18 Temperature absolute accuracy - MLX90641BCB .............................................................................................................43 
Figure 19 Different accuracy zones depending on device type (BCA on the left and BCB on the right) ..............................................43 
Figure 20 MLX90641BCx noise vs refresh rate for different device types .........................................................................................45 
Figure 21 MLX90641BCA noise vs pixel and refresh rate at 1Hz and 2Hz .........................................................................................45 
Figure 22 MLX90641BCA noise vs pixel and refresh rate at 4Hz, 8Hz and 16Hz ................................................................................45 



MLX90641 16x12 IR array 
Datasheet 
 

Page 5 of 55     
 

REVISION 3 ς DECEMBER 9, 2019 

3901090641 

Figure 23 MLX90641BCB noise vs pixel and refresh rate at 1Hz and 2Hz..........................................................................................46 
Figure 24 MLX90641BCB noise vs pixel and refresh rate at 4Hz, 8Hz and 16Hz ................................................................................46 
Figure 25 Field Of View measurement ............................................................................................................................................47 
Figure 26 Application examples concerning the optical consideration .............................................................................................48 
Figure 27 MLX90641Bxx electrical connections...............................................................................................................................48 
Figure 28 Calculation flow in thermal image mode .........................................................................................................................49 
Figure 29 Mechanical drawing of 55° FOV device ............................................................................................................................51 
Figure 30 Mechanical drawing of 110° FOV device ..........................................................................................................................52 
 

  



MLX90641 16x12 IR array 
Datasheet 
 

Page 6 of 55     
 

REVISION 3 ς DECEMBER 9, 2019 

3901090641 

4. hǊŘŜǊƛƴƎ LƴŦƻǊƳŀǘƛƻƴ 

Product Temperature Package Option Code 
Custom 

Configuration 
Packing Form Definition 

MLX90641 E SF BCA 000 TU 16x12 IR array 

MLX90641 E SF BCB 000 TU 16x12 IR array 

MLX90641 K SF BCA 000 TU 16x12 IR array 

MLX90641 K SF BCB 000 TU 16x12 IR array 

Legend: 

Temperature Code: E: -40°C to 85°C 

K: -40°C to 125°C 

Package Code: άSFέ ŦƻǊ TO39 package 

Option Code: xAx ς TGC is disabled and may not be enabled 

xCx ς TGC is enabled 

Option Code: xxA ς FOV = 110°x75° 

xxB ς FOV = 55°x35° 

Custom configuration 000 ς standard product 

Packing Form: ά¢¦έ - Tubes 

Ordering Example:  άa[·фл641KSF-BCA-000-TUέ 

Table 1 Ordering information 

  



MLX90641 16x12 IR array 
Datasheet 
 

Page 7 of 55     
 

REVISION 3 ς DECEMBER 9, 2019 

3901090641 

5. DƭƻǎǎŀǊȅ ƻŦ ¢ŜǊƳǎ 

TC Temperature Coefficient (in ppm/°C) 

POR Power On Reset 

IR Infra-Red 

Ta Ambient Temperature ς the temperature of the TO39 package 

IR data Infrared data (raw data from ADC proportional to IR energy received by the sensor) 

ADC Analog To Digital Converter 

TGC Temperature Gradient Coefficient 

FOV Field Of View 

nFOV Field Of View of the N-th pixel 

I
2
C Inter-Integrated Circuit  communication protocol 

SDA Serial Data 

SCL Serial Clock 

LSB Least Significant Bit  

MSB Most Significant Bit 

Fps Frames per Second ς data refresh rate 

MD Master Device 

SD Slave Device 

ASP Analogue Signal Processing 

DSP Digital Signal Processing 

ESD Electro Static Discharge 

EMC Electro Magnetic Compatibility 

NC Not Connected 

NA Not Applicable 

Table 2 Glosarry of terms 
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6. tƛƴ 5ŜŦƛƴƛǘƛƻƴǎ ŀƴŘ 5ŜǎŎǊƛǇǘƛƻƴǎ 

Pin # Name Description 

1 SDA I2C serial data (input / output) 

2 VDD Positive supply 

3 GND Negative supply (Ground) 

4 SCL I2C  serial clock (input only) 

Table 3 Pin definition 

 

 

Figure 2 MLX90641 Overview and pin description 

7. !ōǎƻƭǳǘŜ aŀȄƛƳǳƳ wŀǘƛƴƎǎ 

Parameter Symbol Min. Typ. Max. Unit Remark 

Supply Voltage (over voltage) VDD   5 V  

Supply Voltage (operating max voltage) VDD   3.6   

Reverse Voltage (each pin)    -0.3 V  

Operating Temperature TAMB -40  +125 °C  

Storage Temperature TST -40  +150 °C Not in plastic tubes 

ESD sensitivity (AEC Q100 002)  4   kV  

SDA DC sink current    40 mA  

Table 4 Absolute maximum ratings 

Exceeding the absolute maximum ratings may cause permanent damage.  Exposure to absolute maximum-
rated conditions for extended periods may affect device reliability. 
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8. DŜƴŜǊŀƭ 9ƭŜŎǘǊƛŎŀƭ {ǇŜŎƛŦƛŎŀǘƛƻƴǎ 

Electrical Parameter Symbol Min. Typ. Max. Unit Condition 

Supply Voltage VDD 3 3.3 3.6 V  

Supply Current IDD 10 12 14 mA  

POR level up analog VPOR_UP 2.2  2.6 V VDD rising 

POR level down analog VPOR_DOWN   2.55 V VDD falling 

POR hysteresis VPOR_hys  50  mV  

I2C address(NOTE 3)  0x01 0x33 (default) 0x7F   

Input high voltage  
(SDA, SCL) 

VIH 0.7*VDD   V Over Ta and VDD 

Input low voltage 
(SDA, SCL) 

VLOW   0.3*VDD V Over Ta and VDD 

SDA output low voltage VOL   0.4 V 
Over Ta and VDD 
ISINK=3mA 

SDA leakage ISDA_leak   ± 10 µA VSDA=3.6V, Ta=150°C 

SCL leakage ISCL_leak   ± 10 µA VSCL=3.6V, Ta=150°C 

SDA capacitance CSDA   10 pF  

SCL capacitance CSCL   10 pF  

Acknowledge setup time TSUAC(MD)   0.45 µs  

Acknowledge hold time TDUAC(MD)   0.45 µs  

Acknowledge setup time TSUAC(SD)   0.45 µs  

Acknowledge hold time TDUAC(SD)   0.45 µs  

I2C clock frequency FI2C  0.4 1 MHz  

Erase/write cycles    10 times Ta = 25°C 

Write cell time TWRITE 5   ms  

Table 5 Electrical specification 

NOTE 1: For best performance it is recommended to keep the supply voltage as accurate and stable as possible to 3.3V 
± 0.05V 

NOTE 2: When a data in EEPROM cell to be changed an erase (write 0x0000) must be done prior to writing the new 
value. After each write at least 5ms delay is needed in order to writing process to take place. 

NOTE 3: Slave address 0x00 must be avoided. 

NOTE 4: According to I
2
C standard the max sink current is specified to be 20mA, however due to the thermal 

considerations (the dissipated power into the driver) the max current is limited to 10mA. This is the only parameter 
which does not comply with the FM+ specification. 

NOTE 5: Max EEPROM I
2
C speed operations to be done at 400kHz. 
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9. CŀƭǎŜ ǇƛȄŜƭ ŎƻǊǊŜŎǘƛƻƴ 
The imager can have up to 1 defective pixel, with either no output or out of specification temperature reading. 
These pixels are identified in the EEPROM table of the sensor and can be read out through the I

2
C. The defective pixel 

result can be replaced by an interpolation of its neighboring pixels. 

10. 5ŜǘŀƛƭŜŘ DŜƴŜǊŀƭ 5ŜǎŎǊƛǇǘƛƻƴ 

10.1. tƛȄŜƭ Ǉƻǎƛǘƛƻƴ 

The array consists of 192 IR sensors (also called pixels). Each pixel is identified with its row and column 
position as Pix(i,j) where i is its row number (from 1 to 12)  and j is its column number (from 1 to 16) 

 

Figure 3 Pixel in the whole FOV 
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10.2. /ƻƳƳǳƴƛŎŀǘƛƻƴ ǇǊƻǘƻŎƻƭ 

The device use I
2
C protocol with support of FM+ mode (up to 1MHz clock frequency) and can be only slave on the bus.  

The SDA and SCL ports are 5V tolerant and the sensor can be directly connected to a 5V I
2
C network. 

The slave address is programmable and can have up to 127 different slave addresses (SA = 0x00 must be avoided). 

10.2.1. [ƻǿ ƭŜǾŜƭ  

10.2.1.1. {ǘŀǊǘ κ {ǘƻǇ ŎƻƴŘƛǘƛƻƴǎ 

 Each communication session is initiated by a START condition and ends with a STOP condition. A START condition is 
initiated by a HIGH to LOW transition of the SDA while a STOP is generated by a LOW to HIGH transition. Both changes must 
be done while the SCL is HIGH. 

10.2.1.2. 5ŜǾƛŎŜ ŀŘŘǊŜǎǎƛƴƎ 

The master is addressing the slave device by sending a 7-bit slave address after the START condition. The first seven bits are 
dedicated for the address and the 8

th
 is Read/Write (R/W) bit. This bit indicates the direction of the transfer:  

¶ Read (HIGH) means that the master will read the data from the slave 

¶ Write (LOW) means that the master will send data to the slave 

10.2.1.3. !ŎƪƴƻǿƭŜŘƎŜ 

During the 9
th

 clock following every byte transfer the transmitter releases the SDA line. The receiver acknowledges 
ό!/Yύ ǊŜŎŜƛǾƛƴƎ ǘƘŜ ōȅǘŜ ōȅ ǇǳƭƭƛƴƎ {5! ƭƛƴŜ ǘƻ ƭƻǿ ƻǊ ŘƻŜǎ ƴƻǘ ŀŎƪƴƻǿƭŜŘƎŜ όbƻ!/Yύ ōȅ ƭŜǘǘƛƴƎ ǘƘŜ {5! ΨILDIΩΦ 

10.2.1.4. Lн/ ŎƻƳƳŀƴŘ ŦƻǊƳŀǘ 

 

Figure 4 I
2
C write command format (default SA=0x33 is used) 

 

 

Figure 5 I
2
C read command format (default SA=0x33 is used) 

  

SCL

SDA

10 1 0 A AS A A A P

Slave address
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MSByte address LSByte address MSByte data LSByte data

I
2
C write
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10 1 0 A AS A A NAK P

Slave address

W1 10

MSByte address LSByte address MSByte data LSByte data

I
2
C read S 10 1 0 W1 10 A

Slave address
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10.3. aŜŀǎǳǊŜƳŜƴǘ ƳƻŘŜ 

In this mode the measurements are constantly running. Depending on the selected frame rate Fps in the control 

register, the data for IR pixels and Ta will be updated in the RAM each   seconds. In this mode the external microcontroller 

has full access to the internal registers and memories of the device.  

10.4. wŜŦǊŜǎƘ ǊŀǘŜ 

The refresh rate is configured by ά/ƻƴǘǊƻƭ ǊŜƎƛǎǘŜǊ мέ όлȄулл5ύ ƛΦŜΦ ƛŦ άwŜŦǊŜǎƘ ǊŀǘŜ ŎƻƴǘǊƻƭέ Ґ лмм Ą 4Hz this would mean 
that each 250ms a new data (full frame) is available in the RAM.  
 
NOTE: It is possible to program the desired refresh rate into device EEPROM eliminating the necessity to reconfigure the 
device every time it is powered on. The corresponding EEPROM cell is at address 0x240C (see Table 7) 
 
²ƘƛŎƘ ǎǳōǇŀƎŜ ƛǎ ǳǇŘŀǘŜŘ ƛǎ ƛƴŘƛŎŀǘŜŘ ōȅ ǘƘŜ ά[ŀǎǘ ƳŜŀǎǳǊŜŘ ǎǳōǇŀƎŜέ ŦƛŜƭŘΦ 
 
It is important both subpages to be read as the necessary information for the Ta calculations is only available by combining 
the data from both subpages i.e. the Ta is refreshed with refresh rate twice as low as the one set in άwŜŦǊŜǎƘ ǊŀǘŜ ŎƻƴǘǊƻƭέΦ 
 
When a new data (subpage) is available a dedicated bit is set to indicate this ς ōƛǘ о άbŜǿ Řŀǘŀ ŀǾŀƛƭŀōƭŜ ƛƴ w!aέ ƛƴ ά{ǘŀǘǳǎ 
ǊŜƎƛǎǘŜǊέ όлȄулллύΦ Lǘ ƛs up to the customer to reset the bit once the data is dumped. 
 

 

Figure 6 Refresh rate timing 

 

  

Subpage 0

Subpage 1

Subpage 0

Subpage 1

Refresh rate control = 011b (4Hz)

250ms 250ms 250ms 250ms

Set bit ñNew data available in RAMò



MLX90641 16x12 IR array 
Datasheet 
 

Page 13 of 55     
 

REVISION 3 ς DECEMBER 9, 2019 

3901090641 

10.5. aŜŀǎǳǊŜƳŜƴǘ Ŧƭƻǿ 

Following measurement flow is recommended: 

POR

Wait 80ms + delay determined by the refresh rate

Absolute temp measurement? Yes

0.5 Hz Ą  4 sec
1 Hz Ą  2 sec
2 Hz Ą  1 sec

Χ.
64 Hz Ą 0.03125 sec

No
Wait app 4 min

Read meas data

/ƭŜŀǊ ōƛǘ άbŜǿ Řŀǘŀ ŀǾŀƛƭŀōƭŜ ƛƴ w!aέ - Bit3 in 0x8000

Wait time determined by RR ς 20%

Measurement Flow

Lǎ άbŜǿ Řŀǘŀ ŀǾŀƛƭŀōƭŜ ƛƴ w!aέ ǎŜǘ No

{ǳō ŦǊŀƳŜ ά0έ

Yes

Read meas data

/ƭŜŀǊ ōƛǘ άbŜǿ Řŀǘŀ ŀǾŀƛƭŀōƭŜ ƛƴ w!aέ - Bit3 in 0x8000

/ŀƭŎǳƭŀǘŜ ǘƘŜ ǘŜƳǇŜǊŀǘǳǊŜ ƻŦ ǘƘŜ ǎǳō ŦǊŀƳŜ ά1έ

{ǳō ŦǊŀƳŜ ά1έ

/ŀƭŎǳƭŀǘŜ ǘƘŜ ǘŜƳǇŜǊŀǘǳǊŜ ƻŦ ǘƘŜ ǎǳō ŦǊŀƳŜ ά0έ

Wait time determined by RR ς 20%

Lǎ άbŜǿ Řŀǘŀ ŀǾŀƛƭŀōƭŜ ƛƴ w!aέ ǎŜǘ NoYes

Image processing 
decision making 

Step mode ?

Set Start Of Measurement ς Bit5 in 0x8000

Yes

No

Step mode ?

Set Start Of Measurement ς Bit5 in 0x8000

Yes

No

Image processing 
decision making 

Extract calibration data from EEPROM and store in RAMJust once after POR

 

Figure 7 Recommended measurement flow 
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Figure 8 TV mode reading pattern 
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40

73

72

41

41

74

73

42

42

75

74

43

43

76

75

44

44

77

76

45

45

78

77

46

46

79

78

47

47

80

79

48

48

81

80

49

49

82

81

50

50

83

82

51

51

84

83

52

52

85

84

53

53

86

85

54

54

87

86

55

55

88

87

56

56

89

88

57

57

90

89

58

58

91

90

59

59

92

91

60

60

93

92

61

61

94

93

62

62

95

94

63

63

96

64

95 96

64

65

33

65 66

33

97

129 130

161

161

162

162

131

163

163

132

164

164

133

165

165

134

166

166

135

167

167

136

168

168

137

169

169

138

170

170

139

171

171

140

172

172

141

173

173

142

174

174

143

175

175

144

176

176

145

177

177

146

178

178

147

179

179

148

180

180

149

181

181

150

182

182

151

183

183

152

184

184

153

185

185

154

186

186

155

187

187

156

188

188

157

189

189

158

190

190

160159

191 192

191 192

98

97

130129

98

99

131

99

100

132

100

101

133

101

102

134

102

103

135

103

104

136

104

105

137

105

106

138

106

107

139

107

108

140

108

109

141

109

110

142

110

111

143

111

112

144

112

113

145

113

114

146

114

115

147

115

116

148

116

117

149

117

118

150

118

119

151

119

120

152

120

121

153

121

122

154

122

123

155

123

124

156

124

125

157

125

126

158

126

127

159

127

128

160

128

0x0420

0x0400

0x0460

0x0440

0x04A0

0x0480

0x04E0

0x04C0

0x0520

0x0500

0x0560

0x0540

RAM Subpage 0 Ą 0x8000 = 0xXXX8

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

3534 36 37 38 39 40 41 42 43 44 45 46 47 48330x0440

0x0400

49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64

0x0410

0x0450

0x0490

0x0510

67 68 69 70 71 72 73 74 75 76 77 78 79 8065 660x0480

81 82 83 84 85 86 87 88 89 90 91 92 93 94 95 96

130129 131 132 133 134 135 136 137 138 139 140 141 142 143 1440x0500

145 146 147 148 149 150 151 152 153 154 155 156 157 158 159 160

161 162 163 164 165 166 167 168 169 170 171 172 173 174 175 1760x0540

0x0550 177 178 179 180 181 182 183 184 185 186 187 188 189 190 191 192

RAM

97 98 99 100 101 102 103 104 105 106 107 108 109 110 111 1120x04C0

113 114 115 116 117 118 119 120 121 122 123 124 125 126 127 1280x04D0

109 111

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

3534 36

3

37

4

33

2

6867

35

66

34

38

5

69

36

39

6

70

37

100

68

40

7

71

38

101

69

41

8

39

72

102

70

42

9

40

73

103

71

43

10

41

74

104

72

44

11

42

75

105

73

45

12

43

76

46

13

44

77

47

14

45

78

48

15

46

79

49

16

47

80

50

17

48

81

51

18

49

82

112

52

19

50

83

53

20

51

84

54

21

52

85

55

22

53

86

56

23

54

87

57

24

55

88

58

25

56

89

57

90

59

26

58

91

60

27

59

92

61

28

60

93

62

29

61

94

63

30

62

95

64

31

63

96

32

64

65

97 9998

66 67

129 130

161

161

162

162

131

163

163

132

164

164

133

165

165

134

166

166

135

167

167

136

168

168

137

169

169

138

170

170

139

171

171

140

172

172

141

173

173

142

174

174

143

175

175

144

176

176

145

177

177

146

178

178

147

179

179

148

180

180

149

181

181

150

182

182

151

183

183

152

184

184

153

185

185

154

186

186

155

187

187

156

188

188

157

189

189

158

190

190

160159

191 192

191 192

97

130129

98

131

99

132

100

133

101

134

102

135

103

136

104

137

105

107106

74

138

106

139

108

76

107

75

140

108

141

109

110

78

142

110

143

111

144

112

113

80

145

113

114

81

146

114

115

82

147

115

116

83

148

116

117

84

149

117

118

85

150

118

119

86

151

119

120

87

152

120

121

88

153

121

122

89

154

122

123

90

155

123

124

91

156

124

125

92

157

125

126

93

158

126

127

94

159

127

128

95 96

160

128

0x0400

0x0440

1

33

0x0420

0x04C0

65

0x0480

0x04A0

0x0460

0x0500

0x0540

0x0520

0x04E0

0x0560

RAM

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

3534 36 37 38 39 40 41 42 43 44 45 46 47 48330x0460

0x0420

49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64

0x0430

0x0470

0x04B0

0x0530

67 68 69 70 71 72 73 74 75 76 77 78 79 8065 660x04A0

81 82 83 84 85 86 87 88 89 90 91 92 93 94 95 96

130129 131 132 133 134 135 136 137 138 139 140 141 142 143 1440x0520

145 146 147 148 149 150 151 152 153 154 155 156 157 158 159 160

161 162 163 164 165 166 167 168 169 170 171 172 173 174 175 1760x0560

0x0570 177 178 179 180 181 182 183 184 185 186 187 188 189 190 191 192

RAM

7977

97 98 99 100 101 102 103 104 105 106 107 108 109 110 111 1120x04E0

113 114 115 116 117 118 119 120 121 122 123 124 125 126 127 1280x04D0

Subpage 1 Ą 0x8000 = 0xXXX9

Control register 1 (0x800D) = 0981

Only highlighted cells are 

updated at each refresh rate
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10.6. !ŘŘǊŜǎǎ ƳŀǇ 

  

Figure 9 MXL90641 memory map 

10.6.1. LƴǘŜǊƴŀƭ ǊŜƎƛǎǘŜǊǎ 

There are few internal register that are customer accessible through which the device performance may be 
customized: 

 

Figure 10 Status register (0x8000) bits meaning 

0x0000

0x03FF

ROM

0x0400

0x05BF

RAM

0x2400

0x273F

EEPROM

0x8000

0x800C

Registers 

(MLX reserved)

0x800D

0x8011

Registers

0x8011

0x8016

Registers

(MLX reserved)
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Status register - 0x8000

0 0 0 Measurement of subpage 0 has been measured

0 0 1 Measurement of subpage 1 has been measured

0 1 0 Melxis reserved

0 1 1 Melxis reserved

1 0 0 Melxis reserved

1 0 1 Melxis reserved

1 1 0 Melxis reserved

1 1 1 Melxis reserved

0 No new data is available in RAM (must be reset by the customer)

1 A new data is available in RAM

0 Data in RAM overwrite is disabled

1 Data in RAM overwrite is enabled

- - - - - - - - - - - Melexis reserved
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Figure 11 Control register 1 (0x800D) bits meaning 

 

Enable subpage mode 
(Bit 0) 

Enable subpage repeat 
(Bit 3) 

Select subpage 
(Bit 4) 

Working mode 

0 0 - measure subpage 0 only 

0 1 - measure subpage 0 only 

1 0 - 0 Ą 1 Ą 0 Ą м Χ 

1 1 0 measure subpage 0 only 

1 1 1 measure subpage 1 only 

Table 6 Priorities of subpage controls 

B15 B14 B13 B12 B11 B10 B9 B8 B7 B6 B5 B4 B3 B2 B1 B0
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d
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Control register 1 - 0x800D

0 No subpages, only one page will be measured

1 Subpade mode is activated (default)

0 Keep this bit = "0" (default)

0 Transfer the data into storage RAM at each measured frame (default)

1 Transfer the data into storage RAM only if en_overwrite = 1 (check 0x8000)

0 Toggles between subpage "0" and subpage "1" if Enable subpages mode = "1" (default)

1 Select subpage determines which subpage to be measured if Enable subpages mode = "1"

0 0 0 Subpage 0 is selected (default)

0 0 1 Subpage 1 is selected

0 1 0 Not Applicable

0 1 1 Not Applicable

1 0 0 Not Applicable

1 0 1 Not Applicable

1 1 0 Not Applicable

1 1 1 Not Applicable

0 0 0 IR refresh rate = 0.5Hz

0 0 1 IR refresh rate = 1Hz

0 1 0 IR refresh rate = 2Hz (default)

0 1 1 IR refresh rate = 4Hz

1 0 0 IR refresh rate = 8Hz

1 0 1 IR refresh rate = 16Hz

1 1 0 IR refresh rate = 32Hz

1 1 1 IR refresh rate = 64Hz

0 0 ADC set to 16 bit resolution

0 1 ADC set to 17 bit resolution

1 0 ADC set to 18 bit resolution (default)

1 1 ADC set to 19 bit resolution

0 Interleaved (TV) mode (default)

1 Chess pattern

- - - Melexis reserved
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Figure 12 I
2
C configuration register (0x800F) bits meaning 

10.6.2. w!a 

 

Figure 13 RAM memory map (Interleaved mode - default) 
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I2C configuration register - 0x800F

0 FM+ mode enabled (default)

1 FM+ mode disabled

0 VDD reffered threshold (normal mode) (default)

1 1.8V reffered threshold (1.8V mode)

0 SDA driver current limit is ON (default)

1 SDA driver current limit is OFF

0 Melexis reserved

- - - - - - - - - - - - Melexis reserved
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0x0400 0x041F

0x0420 0x043F

0x0440 0x045F

0x0460 0x047F

0x0480

é

0x0520

0x049F

é

0x053F

0x0540 0x055F

0x0560 0x057F

0x0580 0x059F

0x05A0 0x05BF

tƛȄŜƭǎ мтΧон όǎǳōǇŀƎŜ мύ

tƛȄŜƭǎ мттΧмфн όǎǳōǇŀƎŜ лύ

tƛȄŜƭǎ мттΧмфн όǎǳōǇŀƎŜ мύ

tƛȄŜƭǎ мΧмс όǎǳōǇŀƎŜ лύ tƛȄŜƭǎ мтΧон όǎǳōǇŀƎŜ лύ

Χ Χ

tƛȄŜƭǎ пфΧсп όǎǳōǇŀƎŜ лύ

tƛȄŜƭǎ ооΧпу όǎǳōǇŀƎŜ мύ tƛȄŜƭǎ пфΧсп όǎǳōǇŀƎŜ мύ

0x05A0=Ta_PTAT, 0x05A8=CP(SP1), 0x05AA=VDDpix Melexis reserved

0x0580=Ta_Vbe, 0x0588=CP(SP 0), 0x058A=GAIN Melexis reserved

tƛȄŜƭǎ мΧмс όǎǳōǇŀƎŜ мύ

tƛȄŜƭǎ ооΧпу όǎǳōǇŀƎŜ лύ

tƛȄŜƭǎ мсмΧмтс όǎǳōǇŀƎŜ лύ

tƛȄŜƭǎ мсмΧмтс όǎǳōǇŀƎŜ мύ
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99twha 

The EEPROM is used to store the calibration constants and the configuration parameters of the device 
 

EEPROM address Access Meaning 

0x2400 Melexis Melexis reserved 

0x2401 Melexis Melexis reserved 

0x2402 Melexis Melexis reserved 

0x2403 Melexis Configuration register 

0x2404 Melexis Melexis reserved  

0x2405 Melexis Melexis reserved 

0x2406 Melexis Melexis reserved 

0x2407 Melexis Device ID1 

0x2408 Melexis Device ID2 

0x2409 Melexis Device ID3 

0x240A Melexis Device Options 

0x240B Melexis Melexis reserved 

0x240C Customer Control register_1 

0x240D Customer Control register_2 

0x240E Customer I2CConfReg 

0x240F Customer Melexis reserved / I2C_Address 

Table 7 Configuration parameters memory  

 
After POR the device read dedicated EEPROM cells and transfers their content to into the control and configuration register 
of the device. This way the device is configured and prepared for operation. The relation between EEPROM and register 
address is shown here after (explanation of the bit meaning can be found in section 10.6.1 Internal registers): 

 

EEPROM address Register address Access Name Data [hex] 

0x240C 0x800D Customer Control_register_1 0901 

0x240D 0x800E Customer Control_register_2 0000 

0x240E 0x800F Customer I2CConfReg 0000 

0x240F 0x8010 
Customer Melexis internal use (8 bit)  

I2C_Address (8bit) 
BE33 

 

Figure 14 EEPROM to registers mapping 
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Table 8 EEPROM overview (words) 

Address 0 1 2 3 4 5 6 7 8 9 A B C D E F

0x2400 Osc Trim Ana Trim 1 MLX Conf reg Ana Trim 2 MLX MLX ID 1 ID 2 ID 3 MLX MLX Cont reg 1 Cont reg 2 I2C conf I2C add

0x2410 Scale occ Kta_avg Kta scales Kv_avg Kv scales row1_max row2_max row3_max row4_max

0x2420 row5_max row6_max KsTa Emissivity Vdd_25 K_vdd Kt_PTAT Kv_PTAT Alpha PTAT Alpha CP CP scale OS 1 CP 

0x2430 OS 2 CP Kt CP Kv CP TGC KsTo scale KsTo_1 KsTo_2 KsTo_3 KsTo_4 KsTo_5 CT6 KsTo_6 CT7 KsTo_7 CT8 KsTo_8

0x2440

0x2450

0x2460

0x2470

0x2480

0x2490

0x24A0

0x24B0

0x24C0

0x24D0

0x24E0

0x24F0

0x2500

0x2510

0x2520

0x2530

0x2540

0x2550

0x2560

0x2570

0x2580

0x2590

0x25A0

0x25B0

0x25C0

0x25D0

0x25E0

0x25F0

0x2600

0x2610

0x2620

0x2630

0x2640

0x2650

0x2660

0x2670

0x2680

0x2690

0x26A0

0x26B0

0x26C0

0x26D0

0x26E0

0x26F0

0x2700

0x2710

0x2720

0x2730

192 x Pixel offset - subpage 2

192 x Pixel sensitivity - Ŭ

192 x Kta, Kv (i, j)

Pix os R1 MLX Scale_row 1é6

Gain PTAT_25

192 x Pixel offset - subpage 1
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Table 9 Calibration parameters memory (EEPROM - bits)  

NOTE 1: In case the pixel calibration data stored in EEPROM (Alpha, offset, Kta and Kv) is equal to 0x0000 
this means that this particular pixels has failed and the calculation for To should not be trusted and avoided. 
Depending on the application, the To value for such pixels can be replaced with a default value such as -
273.15°C, can be equal to Ta or one calculate an average value from the adjacent pixels. 

NOTE 2: The maximum number of deviating pixels is 1 (please check False pixel correction) 

Address \ bit 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

0x2410

0x2411

0x2412

0x2413

0x2414

0x2415

0x2416

0x2417

0x2418

0x2419

0x241A

0x241B

0x241C

0x241D

0x241E

0x241F

0x2420

0x2421

0x2422

0x2423

0x2424

0x2425

0x2426

0x2427

0x2428

0x2429

0x242A

0x242B

0x242C

0x242D

0x242E

0x242F

0x2430

0x2431

0x2432

0x2433

0x2434

0x2435

0x2436

0x2437

0x2438

0x2439

0x243A

0x243B

0x243C

0x243D

0x243E

0x243F

0x2440

0x2441

Χ

0x244E

0x244F

0x2450

0x2451

Χ

0x24FE

0x24FF

0x2500

0x2501

Χ

0x250E

0x250F

0x2510

0x2511

Χ

0x25BE

0x25BF

0x25C0

0x25C1

Χ

0x25CE

0x25CF

0x25D0

0x25D1

Χ

0x267E

0x267F

0x2680

0x2681

Χ

0x268E

0x268F

0x2690

0x2691

Χ

0x273E

0x273F

Hamming code

Hamming code

Hamming code

Hamming code Row_3_max

Hamming code Row_4_max

Hamming code Row_5_max

Scale_row_5

Hamming code

Hamming code

PTAT - part 2

Hamming code

Hamming code

Hamming code  ҕ Yǎ¢ƻ ǊŀƴƎŜ с όǎŜŜ лȄнпо! Χ ǎŜŜ лȄнпо/ύ 

Hamming code

Χ

Hamming code Offset CP - part 2

Hamming code

Hamming code

Offset pixel (1, 1) - subpage 0

Offset pixel (1, 2) - subpage 0

Offset pixel (2, 2) - subpage 0

Χ

Hamming code

Hamming code

Hamming code KsTo scale

Hamming code

Hamming code

Hamming code

Hamming code

Hamming code  ҕ Yǎ¢ƻ ǊŀƴƎŜ м όπплϲ/ Χ πнлϲ/ύ 

Hamming code  ҕ Yǎ¢ƻ ǊŀƴƎŜ н όπнлϲ/ Χ лϲ/ύ 

Hamming code Corner temp range 7

Hamming code  ҕ Yǎ¢ƻ ǊŀƴƎŜ о όлϲ/ Χ улϲ/ύ 

Hamming code  ҕ Yǎ¢ƻ ǊŀƴƎŜ п όулϲ/ Χ мнлϲ/ύ 

Hamming code  ҕ Yǎ¢ƻ ǊŀƴƎŜ р όмнлϲ/ Χ ǎŜŜ лȄнпо!ύ 

Hamming code Corner temp range 6

Χ

Offset pixel (1, 15) - subpage 0

Offset pixel (1, 16) - subpage 0

Hamming code

Hamming code

Hamming code Kt_PTAT (fixed scale 3)

Hamming code Kv_PTAT (fixed scale 12)

Hamming code

 ҕ Yǎ¢ƻ ǊŀƴƎŜ у όǎŜŜ лȄнпо9 Χ ύ 

Kv CP

Cal resolution TGC coefficient ± 4

 ҕ Yǎ¢ƻ ǊŀƴƎŜ т όǎŜŜ лȄнпо/ Χ ǎŜŜ лȄнпо9ύ 

Hamming code

Scale_row_6Hamming code

Row_6_max

Hamming code KsTa (fixed scale 15)

Hamming code Emissivity ± 2

Hamming code

Hamming code Alpha CP

Hamming code Alpha CP scale

Alpha_PTAT (fixed scale 11)

MLXHamming code Scale_OCC_offset_range_1

Hamming code Pix_offset_part_1

Hamming code Pix_offset_part_2

Hamming code

Hamming code

Hamming code Kta_avg

Hamming code

Hamming code

Hamming code

Hamming code

Hamming code

Kv_avg

Hamming code

Hamming code

Corner temp range 8

Offset CP - part 1

Offset pixel (2, 1) - subpage 0

Kta_scale_1 Kta_scale_2

Kta_scale_1 Kta_scale_2

Scale_row_1 Scale_row_2

Scale_row_3 Scale_row_4

Row_1_max

Row_2_max

GAIN - part 1

GAIN - part 2

Vdd_25 (fixed scale 5)

K_Vdd (fixed scale 5)

PTAT - part 1

Kt CP scale Kt CP

Kv CP scale

Χ

Hamming code Offset pixel (12, 15) - subpage 0

Hamming code Offset pixel (12, 16) - subpage 0

Hamming code Sensitivity (1, 1)

Hamming code Sensitivity (1, 2)

Χ Χ

Hamming code Sensitivity (1, 15)

Hamming code Sensitivity (1, 16)

Hamming code Sensitivity (2, 1)

Hamming code Sensitivity (2, 2)

Χ Χ Χ

Hamming code Kta (1, 15) Kv (1, 15)

Χ Χ

Hamming code Sensitivity (12, 15)

Hamming code Sensitivity (12, 16)

Hamming code Kta (1, 1) Kv (1, 1)

Χ Χ Χ

Hamming code Kta (12, 15) Kv (12, 15)

Hamming code Kta (12, 16) Kv (12, 16)

Hamming code Offset pixel (1, 16) - subpage 1

Hamming code Offset pixel (2, 1) - subpage 1

Hamming code Offset pixel (2, 2) - subpage 1

Χ Χ

Hamming code Offset pixel (12, 15) - subpage 1

Hamming code Offset pixel (12, 16) - subpage 1

MLX

Hamming code Offset pixel (1, 1) - subpage 1

Hamming code Offset pixel (1, 2) - subpage 1

Χ Χ

Hamming code Offset pixel (1, 15) - subpage 1

Hamming code Kta (1, 16) Kv (1, 16)

Hamming code Kta (2, 1) Kv (2, 1)

Hamming code Kta (2, 1) Kv (2, 1)

Hamming code Kta (1, 2) Kv (1, 2)
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11. /ŀƭŎǳƭŀǘƛƴƎ hōƧŜŎǘ ¢ŜƳǇŜǊŀǘǳǊŜ 

11.1. wŜǎǘƻǊƛƴƎ ŎŀƭƛōǊŀǘƛƻƴ Řŀǘŀ ŦǊƻƳ 99wtha ŀƴŘ ŎŀƭŎǳƭŀǘƛƻƴǎ 

NOTE:  1. All data in the EEPROM are coded as ǘǿƻΩǎ ŎƻƳǇƭŜƳŜƴǘ όǳƴƭŜǎǎ otherwise noted) 
 2. All EEPROM cells are codded using Hamming code for proper data restoring stored in the 5 most significant bits 
 оΦ ¢ƘŜ ŎŀƭŎǳƭŀǘƛƻƴ ōŜƭƭƻǿ ŀǊŜ ŎƻƴǎƛŘŜǊƛƴƎ ƻƴƭȅ ǘƘŜ άǾŀƭƛŘέ Řŀǘŀ ƛƴ ŀƴȅ ǇŀǊǘƛŎǳƭŀǊ ŎŜƭƭ ƛƎƴƻǊƛƴƎ ǘhe Hamming code bits 
ƛΦŜΦ ŀǎ ǘƘŜ ŦƛǾŜ ǎƛƎƴƛŦƛŎŀƴǘ ōƛǘǎ ƻŦ ŜŀŎƘ ǿƻǊŘ άлέ ŦƻǊ ƛƴǎǘŀƴŎŜ ƛŦ ǘƘŜ 99twha ŎƻƴǘŜƴǘ ƛǎ άлȄф!ппέ ǿŜ ǿƛƭƭ ǿƻǊƪ ǿƛǘƘ άлȄлнппέ 
In the example we are restoring calibration data for pixel (6, 9)  
 
The polynom for the Hamming code is as follows: 
 
P0 = D0 + D1 + D3 + D4 + D6 + D8 + D10 
P1 = D0 + D2 + D3 + D5 + D6 + D9 + D10 
P2 = D1 + D2 + D3 + D7 + D8 + D9 + D10 
P3 = D4 + D5 + D6 + D7 + D8 + D9 + D10 
P4 = D0 + D1 + D2 + D3 + D4 + D5 + D6 + D7 + D8 + D9 + D10 + P0 + P1 + P2 + P3 
 
Where P4 is tƘŜ a{.ƛǘ ƛƴ ǘƘŜ ǿƻǊŘ ǿƘƛƭŜ 5лΧ5мл ŀǊŜ ǘƘŜ Řŀǘŀ ōƛǘǎΦ  
 

 

Figure 15 EEPROM Hamming and data bit meaning 

11.1.1. wŜǎǘƻǊƛƴƎ ǘƘŜ ±55 ǎŜƴǎƻǊ ǇŀǊŀƳŜǘŜǊǎ ŀƴŘ ±55 ŎŀƭŎǳƭŀǘƛƻƴǎ 

Following formula is used to calculate the VDD of the sensor: 

ὠ
ὙὩίέὰόὸὭέὲ Ὑzὃὓπὼπυὃὃ ὠ

ὑ
σȢσ 

If Ὑὃὓπὼπυὃὃ σςχφχ Ą Ὑὃὓπὼπυὃὃ Ὑὃὓπὼπυὃὃ φυυσφ 

Where: 

ὑ ὉὉπὼςτςχ Ǫ πὼπχὊὊ 

If ὑ  ρπςσ Ą ὑ  ὑ  ςπτψ 

ὑ ὑ ςz  

ὠὨὨ ὉὉπὼςτςφ Ǫ πὼπχὊὊ  

If ὠὨὨ  ρπςσ Ą ὠὨὨ  ὠὨὨ  ςπτψ 

ὠὨὨ ὠὨὨ ςz  

Where ὙὩίέὰόὸὭέὲ  is restored in 11.1.18 

B15 B14 B13 B12 B11 B10 B9 B8 B7 B6 B5 B4 B3 B2 B1 B0

P4 P3 P2 P1 P0 D10 D9 D8 D7 D6 D5 D4 D3 D2 D1 D0
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11.1.2. wŜǎǘƻǊƛƴƎ ǘƘŜ ¢ŀ ǎŜƴǎƻǊ ǇŀǊŀƳŜǘŜǊǎ 

Following formula is used to calculate the Ta of the sensor: 

Ὕ
Ўz

ςυ, °C  

Where: 

ὑ ὉὉπὼςτςὄ Ǫ πὼπχὊὊ 

If ὑ ρπςσ Ą ὑ ὑ ςπτψ 

ὑ
ὑ

ς
  

ὑ ὉὉπὼςτςὃ Ǫ πὼπχὊὊ 

If ὑ ρπςσ Ą ὑ ὑ ςπτψ 

ὑ
ὑ

ς
  

Ўὠ
Ὑὃὓπὼπυὃὃ ὠὨὨ  

ὑ
  

If Ὑὃὓπὼπυὃὃ σςχφχ Ą Ὑὃὓπὼπυὃὃ Ὑὃὓπὼπυὃὃ φυυσφ 

ὠ σςz ὉὉπὼςτςψ Ǫ πὼπχὊὊ ὉὉπὼςτςω Ǫ πὼπχὊὊ (unsigned) 

ὠ
ὠ

ὠ ὃzὰὴὬὥ ὠ
ςz  

Where: 

ὠ Ὑὃὓπὼπυὃπ 

If ὠ σςχφχ Ą ὠ ὠ φυυσφ 

ὠ Ὑὃὓπὼπυψπ 

If ὠ σςχφχ Ą ὠ ὠ φυυσφ 

ὃὰὴὬὥ
ὉὉπὼςτςὅ Ǫ πὼπχὊὊ

ς
 

11.1.3. wŜǎǘƻǊƛƴƎ ǘƘŜ ƻŦŦǎŜǘ  

There are two sets of offset data for each subpage. 

ὴὭὼ
ͺ
ὭȟὮ ὕὪὪίὩὸ έὪὪίὩὸ φȟω zς   

ὴὭὼ
ͺ
ὭȟὮ ὕὪὪίὩὸ έὪὪίὩὸ φȟω zς   
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  ὕὪὪίὩὸ σςz ὉὉπὼςτρρ Ǫ πὼπχὊὊ ὉὉπὼςτρς Ǫ πὼπχὊὊ 

If ὕὪὪίὩὸ σςχφχ Ą ὕὪὪίὩὸ ὕὪὪίὩὸ φυυσφ 

έὪὪίὩὸ φȟω ὉὉπὼςτωψ Ǫ πὼπχὊὊ 

If έὪὪίὩὸ φȟω ρπςσ Ą έὪὪίὩὸ φȟω έὪὪίὩὸ φȟω ςπτψ 

έὪὪίὩὸ φȟω ὉὉπὼςφὈψ Ǫ πὼπχὊὊ 

If έὪὪίὩὸ φȟω ρπςσ Ą έὪὪίὩὸ φȟω έὪὪίὩὸ φȟω ςπτψ 

 

ὕὪὪίὩὸ 
 Ǫ 

  (unsigned) 

11.1.4. wŜǎǘƻǊƛƴƎ ǘƘŜ {ŜƴǎƛǘƛǾƛǘȅ ♪░ȟ▒ 

{ŜƴǎƛǘƛǾƛǘȅ ƛǎ ŘƛǾƛŘŜŘ ƛƴǘƻ с ǊŀƴƎŜǎ όмΧонΣ ооΧсп ŀƴŘ ǎƻ ƻƴύ ŀƴŘ ŦƻǊ ŜŀŎƘ ǊŀƴƎŜ ǿŜ ǎǘƻǊŜ ŀ ǊŜŦŜǊŜƴŎŜ ǾŀƭǳŜ ŀǎ ŦƻƭƭƻǿǎΥ 

Sensitivity Max value ŦƻǊ Ǌƻǿ м όǇƛȄŜƭǎ мΧонύ ƛǎ ǎǘƻǊŜŘ ŀǘ 99twha ŀŘŘǊŜǎǎ лȄнпм/ 

Sensitivity Max value ŦƻǊ Ǌƻǿ н όǇƛȄŜƭǎ ооΧспύ ƛǎ ǎǘƻǊŜŘ ŀǘ 99twha ŀŘŘǊŜǎǎ лȄнпм5 

Sensitivity Max value ŦƻǊ Ǌƻǿ о όǇƛȄŜƭǎ срΧфсύ ƛǎ ǎǘƻǊŜŘ ŀǘ 99twha ŀŘŘǊŜǎǎ лȄнпм9 

Sensitivity Max value ŦƻǊ Ǌƻǿ п όǇƛȄŜƭǎ фтΧмнуύ ƛǎ ǎǘƻǊŜŘ ŀǘ 99twha ŀŘŘǊŜǎǎ лȄнпмC 

Sensitivity Max value ŦƻǊ Ǌƻǿ р όǇƛȄŜƭǎ мнфΧмслύ ƛǎ ǎǘƻǊŜŘ ŀǘ 99twha ŀŘŘǊŜǎǎ лȄнпнл 

Sensitivity Max value for Ǌƻǿ с όǇƛȄŜƭǎ мсмΧмфнύ ƛǎ ǎǘƻǊŜŘ ŀǘ 99twha ŀŘŘǊŜǎǎ лȄнпнм 

ȟ
ȟ
z    

Where: 

  φȟω ὉὉπὼςυσψ Ǫ πὼπχ&&   


Ǫ 

    


ὉὉπὼςτρω Ǫ πὼπχὉπ

ς
ςπ 


Ǫ 

    

 ὉὉπὼςτρω Ǫ πὼππρὊ ςπ 


Ǫ 

    


ὉὉπὼςτρὃ Ǫ πὼπχὉπ

ς
ςπ 
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Ǫ 

    

 ὉὉπὼςτρὃ Ǫ πὼππρὊ ςπ 


Ǫ 

    


ὉὉπὼςτρὄ Ǫ πὼπχὉπ

ς
ςπ 


Ǫ 

    

 ὉὉπὼςτρὄ Ǫ πὼππρὊ ςπ 

11.1.5. wŜǎǘƻǊƛƴƎ ǘƘŜ YǘŀόƛΣƧύ ŎƻŜŦŦƛŎƛŜƴǘ 

ὑ ȟ

ὑ ȟ ςz ὑ

ς
 

Where: 

ὑ ȟ
 Ǫ 

 (depending on pixel number)  

If ὑ ȟ σρ Ą ὑ ȟ ὑ ȟ φτ 

ὑ ὉὉπὼςτρυ Ǫ πὼπχ&&  

If ὑ ρπςσ Ą ὑ ὑ ςπτψ 

ὑ
 Ǫ 

  (unsigned)   

ὑ ὉὉπὼςτρφ Ǫ πὼππρ&  (unsigned)   

11.1.6. wŜǎǘƻǊƛƴƎ ǘƘŜ YǾόƛΣƧύ ŎƻŜŦŦƛŎƛŜƴǘ 

ὑ φȟω

ὑ φȟω ςz ὑ

ς
 

Where: 
ὑ ȟ ὉὉπὼςφρψ Ǫ πὼππρ& (depending on pixel number)  

If ὑ ȟ ρυ Ą ὑ ȟ ὑ ȟ σς 

 ὑ ὉὉπὼςτρχ Ǫ πὼπχ&&  

If ὑ ρπςσ Ą ὑ ὑ ςπτψ 

ὑ
ὉὉπὼςτρψ Ǫ πὼπχ%π

ςυ
  (unsigned)   

ὑ ὉὉπὼςτρψ Ǫ πὼππρ&  (unsigned)   
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11.1.7. wŜǎǘƻǊƛƴƎ ǘƘŜ D!Lb ŎƻŜŦŦƛŎƛŜƴǘ όŎƻƳƳƻƴ ŦƻǊ ŀƭƭ ǇƛȄŜƭύ 

'!).σςz ὉὉπὼςτςτ Ǫ πὼπχὊὊ ὉὉπὼςτςυ Ǫ πὼπχὊὊ (unsigned)  

11.1.8. wŜǎǘƻǊƛƴƎ ǘƘŜ Yǎ¢ŀ ŎƻŜŦŦƛŎƛŜƴǘ όŎƻƳƳƻƴ ŦƻǊ ŀƭƭ ǇƛȄŜƭύ 

ὑίὝὥὉὉπὼςτςς Ǫ πὼπχ&&  

If ὑίὝὥρπςσ Ą ὑίὝὥὑίὝὥςπτψ 

ὑίὝὥ   

11.1.9. wŜǎǘƻǊƛƴƎ ŎƻǊƴŜǊ ǘŜƳǇŜǊŀǘǳǊŜǎ όŎƻƳƳƻƴ ŦƻǊ ŀƭƭ ǇƛȄŜƭύ 

The information regarding corner temperatures is stored into device EEPROM and is restored as follows: 

ὅὝφ  ὉὉπὼςτσ! Ǫ  πὼπχ&& (unsigned)  

ὅὝχ  ὉὉπὼςτσ# Ǫ  πὼπχ&& (unsigned)  

ὅὝψ  ὉὉπὼςτσ% Ǫ  πὼπχ&& (unsigned)  

Or we can construct the temperatures for the ranges as follows: 

CT1 = -40°C (hard codded) < Range 1 > CT2 = -20°C (hard codded) < Range 2 > CT3 = 0°C (hard codded) < Range 3 > CT4 = 80°C 

(hard codded) < Range 4 > CT5 = 120°C (hard codded) < Range 5 > CT6 < Range 6 > CT7 < Range 7 > CT8 < Range 8 

11.1.10. wŜǎǘƻǊƛƴƎ ǘƘŜ Yǎ¢ƻ ŎƻŜŦŦƛŎƛŜƴǘ  όŎƻƳƳƻƴ ŦƻǊ ŀƭƭ ǇƛȄŜƭύ 

ὑίὝέ
 Ǫ 

  

If ὑίὝέ ρπςσ Ą ὑίὝέ ὑίὝέ ςπτψ 

ὑίὝέ
 Ǫ 

  

If ὑίὝέ ρπςσ Ą ὑίὝέ ὑίὝέ ςπτψ 

ὑίὝέ
 Ǫ 

  

If ὑίὝέ ρπςσ Ą ὑίὝέ ὑίὝέ ςπτψ 

ὑίὝέ
 Ǫ 

  

If ὑίὝέ ρπςσ Ą ὑίὝέ ὑίὝέ ςπτψ 

ὑίὝέ
 Ǫ 

  

If ὑίὝέ ρπςσ Ą ὑίὝέ ὑίὝέ ςπτψ 
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ὑίὝέ
 Ǫ 

  

If ὑίὝέ ρπςσ Ą ὑίὝέ ὑίὝέ ςπτψ 

ὑίὝέ
 Ǫ 

  

If ὑίὝέ ρπςσ Ą ὑίὝέ ὑίὝέ ςπτψ 

ὑίὝέ
 Ǫ 

  

If ὑίὝέ ρπςσ Ą ὑίὝέ ὑίὝέ ςπτψ 

Where: 
ὑίὝέ ὉὉπὼςτστ Ǫ πὼπχ&& (unsigned) 

11.1.11. wŜǎǘƻǊƛƴƎ ǎŜƴǎƛǘƛǾƛǘȅ ŎƻǊǊŜŎǘƛƻƴ ŎƻŜŦŦƛŎƛŜƴǘǎ ŦƻǊ ŜŀŎƘ ǘŜƳǇŜǊŀǘǳǊŜ ǊŀƴƎŜ 

ὃὰὴὬὥ  
ρ

ρ ὑίὝέρz ὅὝς ὅὝρ
ὃzὰὴὬὥ  

ὃὰὴὬὥ
ρ

ρ ὑίὝέςz ὅὝσ ὅὝς
 

ὃὰὴὬὥ ρ 

ὃὰὴὬὥ ρ ὑίὝέσz ὅὝτ ὅὝσ   

ὃὰὴὬὥ ρ ὑίὝέτz ὅὝυ ὅὝτ ὃzὰὴὬὥ   

ὃὰὴὬὥ ρ ὑίὝέυz ὅὝφ ὅὝυ ὃzὰὴὬὥ   

ὃὰὴὬὥ ρ ὑίὝέφz ὅὝχ ὅὝφ ὃzὰὴὬὥ   

ὃὰὴὬὥ ρ ὑίὝέχz ὅὝψ ὅὝχ ὃzὰὴὬὥ   

11.1.12. wŜǎǘƻǊƛƴƎ 9ƳƛǎǎƛǾƛǘȅ 

An emissivity parameter is stored into EEPROM and can have values from -нΧмΦффф 

ὉάὭίίὭὺὭὸώὉὉπὼςτςσ Ǫ πὼπχ&&  

If ὉάὭίίὭὺὭὸώρπςσ Ą ὉάὭίίὭὺὭὸώὉάὭίίὭὺὭὸώςπτψ 

ὉάὭίίὭὺὭὸώ  

Default value stored in EEPROM is ὉάὭίίὭὺὭὸώρ 



MLX90641 16x12 IR array 
Datasheet 
 

Page 27 of 55     
 

REVISION 3 ς DECEMBER 9, 2019 

3901090641 

11.1.13. wŜǎǘƻǊƛƴƎ ǘƘŜ {ŜƴǎƛǘƛǾƛǘȅ ♪╒╟ 


 Ǫ 

ͺ
   

Where: 
 ͺ ὉὉπὼςτςὉ Ǫ πὼπχὊὊ 

11.1.14. wŜǎǘƻǊƛƴƎ ǘƘŜ ƻŦŦǎŜǘ ƻŦ ǘƘŜ /t 

ὕὪᾪὅὖ σςz ὉὉπὼςτςὊ Ǫ πὼπχὊὊ ὉὉπὼςτσπ Ǫ πὼπχὊὊ  (signed) 

If ὕὪᾪὅὖ σςχφχ ĄὕὪᾪὅὖ ὕὪᾪὅὖ φυυσφ 

11.1.15. wŜǎǘƻǊƛƴƎ ǘƘŜ YǾ /t ŎƻŜŦŦƛŎƛŜƴǘ 

ὑ ͺ    

ὑ
 Ǫ 

 (unsigned) 

Where: 
ὑ

ͺ
ὉὉπὼςτσς Ǫ πὼππσ& (signed) 

If ὑ
ͺ

σρ Ąὑ
ͺ

ὑ
ͺ

φτ 

11.1.16. wŜǎǘƻǊƛƴƎ ǘƘŜ Yǘŀ /t ŎƻŜŦŦƛŎƛŜƴǘ 

ὑ ͺ
 

ͺ
   

ὑ
ͺ

 Ǫ 
  (unsigned) 

Where: 
ὑ

ͺ
ὉὉπὼςτσρ Ǫ πὼππσ& (signed) 

If ὑ
ͺ

σρ Ąὑ
ͺ

ὑ
ͺ

φτ 

11.1.17. wŜǎǘƻǊƛƴƎ ǘƘŜ ¢D/ ŎƻŜŦŦƛŎƛŜƴǘ  

ὝὋὅ   

Where: 
ὝὋὅ ὉὉπὼςτσσ Ǫ πὼπρ&& (signed) 

If ὝὋὅ ςυυ ĄὝὋὅ ὝὋὅ υρς 
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11.1.18. wŜǎǘƻǊƛƴƎ ŎŀƭƛōǊŀǘƛƻƴ ǊŜǎƻƭǳǘƛƻƴ ŎƻƴǘǊƻƭ ǎŜǘǘƛƴƎǎ 

For some calculation calibration resolution is needed that is why we store this parameter into EEPROM as well. 

ὙὩίέὰόὸὭέὲ
 Ǫ 

 (unsigned) 

11.2. ¢ŜƳǇŜǊŀǘǳǊŜ ŎŀƭŎǳƭŀǘƛƻƴ 

11.2.1. 9ȄŀƳǇƭŜ ƛƴǇǳǘ Řŀǘŀ 

11.2.1.1. 9ȄŀƳǇƭŜ ƳŜŀǎǳǊŜƳŜƴǘ Řŀǘŀ 

Input data name Input data value 

Object temperature 80°C 

9ƳƛǎǎƛǾƛǘȅ όʶύ 0.95 

Control register 1 (Resctrl) 0x0901 (2 decimal) 

RAM[0x0498] (pix(6, 9) data) 0x03CC (972) 

Vbe - RAM[0x0580] 0x4C54 (19540) 

CP - RAM[0x0588] 0xFF97 (-105) 

GAIN - RAM[0x058A] 0x2606 (9734) 

PTAT - RAM[0x05A0] 0x06D8 (1752)  

VDD - RAM[0x05AA] 0xCB8A (-13430) 

Table 10 Calculation example input data 

11.2.1.2. /ŀƭƛōǊŀǘƛƻƴ Řŀǘŀ 

EEPROM 
address 

Calibration parameter name 
Parameter value  

+ Ham [ hex ] 
Decoded value 

0x2410 
Scale_os_r1 - 6bits  
Scale_os_r2 - 5bits 

0x0000 
Scale_os_r1 = 0 
Scale_os_r2 = 0 

0x2411 Pix_os_r1_part_1 - 11 bits 0xB7E8 -746 

0x2412 Pix_os_r1_part_2 - 11 bits 0xD016 NA 

0x2413 MLX   

0x2414 MLX   

0x2415 Kta_avg - 11 bits 0xC2FD 0.00291824 

0x2416 
Kta_scale_1 - 6 bits  
Kta_scale_2 - 5 bits 

0x1A43 
Kta_scale_1 = 18 
 Kta_scale_2 = 3 



MLX90641 16x12 IR array 
Datasheet 
 

Page 29 of 55     
 

REVISION 3 ς DECEMBER 9, 2019 

3901090641 

0x2417 Kv_avg - 11bits 0xCA9A 0.325195313 

0x2418 
Kv_scale_1 - 6 bits  
Kv_scale_2 - 5 bits 

0x5164 
Kv_scale_1 = 11 
 Kv_scale_2 = 4 

0x2419 
Scale_row_1 - 6 bits 
Scale_row_2 - 5 bits 

0x018C 
Scale_row_1  = 32 
Scale_row_2 = 32 

0x241A 
Scale_row_3 - 6 bits 
Scale_row_4 - 5 bits 

0x018C 
Scale_row_3 = 32 
Scale_row_4 = 32 

0x241B 
Scale_row_5 - 6 bits 
Scale_row_6 - 5 bits 

0x018C 
Scale_row_5 = 32 
Scale_row_6 = 32 

0x241C row1_max - 11 bits 0x9CB1 2.7962960E-07 

0x241D row2_max - 11 bits 0x956C 3.2316893E-07 

0x241E row3_max - 11 bits 0xA5CC 3.4552068E-07 

0x241F row4_max - 11 bits 0x7DD1 3.4668483E-07 

0x2420 row5_max - 11 bits 0x6D7F 3.2759272E-07 

0x2421 row6_max - 11 bits 0x3CD4 2.8777868E-07 

0x2422 KsTa, fixed scale 15 0x27B8 -0.002197266 

0x2423 Emissivity - ±2, 10 bits 0x19E6 0.94921875 

0x2424 GainMeasRef_word1 0xF137 9972 

0x2425 GainMeasRef_word2 0x7814 NA 

0x2426 Vdd_25 0x2658 -13568 

0x2427 K_Vdd 0xEF9E -3136 

0x2428 PTAT_25_W1 0x917F 12280 

0x2429 PTAT_25_W2 0xF018 NA 

0x242A Kt_Ptat 0xE156 42.75 

0x242B Kv_Ptat 0x4817 0.005615234 

0x242C Alpha PTAT 0x1C80 9 

0x242D Alpha cyclops 0x233E 3.0195224E-09 

0x242E Alpha cyclop scale 0xC826 38 

0x242F Offset CP W1 0xCFFC -119 

0x2430 Offset CP W2 0xA009 NA 

0x2431 
Kta CP scale - 5 bits 

 Kta CP - 6 bits 
0xBB53 

Kta CP scale = 13 
 Kta CP = -0.02319336 

0x2432 
Kv CP scale - 5 bits 

 Kv CP - 6 bits 
0xF194 

Kv CP scale = 6 
 Kv CP = 0.3125 
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0x2433 
Resolution control cal - 2 bits 

 TGC - ±4, 9 bits 
0xFC00 

Resolution control cal = 2 
 TGC = 0 

0x2434 KsTo scale - 11bits 0x7814 KsTo scale = 20 

0x2435 KsTo_1 - 10 bits 0xED22 KsTo_1 = -0.0007 

0x2436 KsTo_2 - 10 bits 0xED22 KsTo_2 = -0.0007 

0x2437 KsTo_3 - 10 bits 0xED22 KsTo_3 = -0.0007 

0x2438 KsTo_4 - 10 bits 0xED22 KsTo_4 = -0.0007 

0x2439 KsTo_5 - 10 bits 0xED22 KsTo_5 = -0.0007 

0x243A CT6 0x80C8 CT6 = 200 

0x243B KsTo_6 - 10 bits 0xED22 KsTo_6 = -0.0007 

0x243C CT7 0x4190 CT6 = 400 

0x243D KsTo_7 - 10 bits 0xED22 KsTo_7 = -0.0007 

0x243E CT8 0xDA58 CT6 = 600 

0x243F KsTo_8 - 10 bits 0xED22 KsTo_8 = -0.0007 

Table 11 Calculation example calibration data 
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11.2.2. ¢ŜƳǇŜǊŀǘǳǊŜ ŎŀƭŎǳƭŀǘƛƻƴ 

After the parameters restore the temperature calculation is done using following calculation flow (assuming that the 
EEPROM data are already extracted): 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 16 To calculation flow 

For this example we calculate the temperature of pixel (12, 16) i.e. row=12 and the column=16. 

Values marked with green are extracted from device EEPROM 

Values marked with grey are final parameter values or are values to be used for next calculations 

11.2.2.1. wŜǎƻƭǳǘƛƻƴ ǊŜǎǘƻǊŜ 

The device is calibrated with default resolution setting = 2 (corresponding to ADC resolution set to 18bit see Fig 11) i.e. 
if the one choose to change the ADC resolution setting to a different one a correction of the data must be done. First 
we must restore the resolution at which the device has been calibrated which is stored at EERPOM 0x2433. 

ὙὩίέὰόὸὭέὲ   

Where: 

ὙὩίέὰόὸὭέὲ
 Ǫ  Ǫ 

πὼπππςς (unsigned) 

ὙὩίέὰόὸὭέὲ
 Ǫ  Ǫ 

πὼπππςς (unsigned) 

 

Supply voltage value calculation (common for all pixel) - 11.2.2.2 

Ambient temperature calculation - 11.2.2.3 

 Gain compensation - 11.2.2.5.1 

IR data compensation ς offset, VDD and Ta - 11.2.2.5.3 

IR data Emissivity compensation - 11.2.2.5.4 

IR data gradient compensation - 11.2.2.7 

Normalizing to sensitivity - 11.2.2.8 

/ŀƭŎǳƭŀǘƛƴƎ ¢ƻ ŦƻǊ ōŀǎƛŎ ǘŜƳǇŜǊŀǘǳǊŜ ǊŀƴƎŜ όлϲ/Χ80 °C) - 11.2.2.9 

Image (data) processing 
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ὙὩίέὰόὸὭέὲ ρ  

In case the ADC resolution is changed the one must multiply the ὙὩίέὰόὸὭέὲ  coefficient with the RAM data for VDD 
only. Please note that the data for Vbe, PTAT and IR pixels (including CP) must not be changed. 

11.2.2.2. {ǳǇǇƭȅ ǾƻƭǘŀƎŜ ǾŀƭǳŜ ŎŀƭŎǳƭŀǘƛƻƴ όŎƻƳƳƻƴ ŦƻǊ ŀƭƭ ǇƛȄŜƭύ 

ὠ
ὙὩίέὰόὸὭέὲ Ὑzὃὓπὼπυὃὃ ὠ

ὑ
ὠ  

 Ὑὃὓπὼπυὃὃ πὼὅὄψὃ  υςρπφ 

If υςψψσσςχφχ Ą Ὑὃὓπὼπυὃὃ υςρπφφυυσφ ρστσπ LSB 

Where: 

ὑ ὉὉπὼςτςχ Ǫ πὼπχὊὊ  πὼὉὊωὉ Ǫ πὼπχὊὊ πὼπχωὉ  ρωυπ  

If ρωυπ ρπςσ Ą ὑ  ρωυπ ςπτψ ωψ 

ὑ ὑ ςz  ωψzσς σρσφ  

ὠὨὨ ὉὉπὼςτςφ Ǫ πὼπχὊὊ  πὼςφυψ Ǫ πὼπχὊὊ πὼπφυψ ρφςτ   

If ρφςτ ρπςσ Ą ὠὨὨ  ρφςτ ςπτψ τςτ 

ὠὨὨ ὠὨὨ ςz τςτzσς ρσυφψ  

ὠ
ρστσπρσυφψ

σρσφ
σȢσ

ρσψ

σρσφ
σȢσ πȢπττππυρσȢσ σȢςυυωω ὠ  

11.2.2.3. !ƳōƛŜƴǘ ǘŜƳǇŜǊŀǘǳǊŜ ŎŀƭŎǳƭŀǘƛƻƴ όŎƻƳƳƻƴ ŦƻǊ ŀƭƭ ǇƛȄŜƭύ 

Ὕ
Ўz

ςυ, °C 

Where: 

ὑ ὉὉπὼςτςὄ Ǫ πὼπχὊὊ  πὼτψρχ Ǫ πὼπχὊὊ  πὼππρχςσ 

If ςσ ρπςσ Ą ὑ ςσ 

ὑ
ὑ

ς

ςσ

τπωφ
πȢππυφρυςστ  

ὑ ὉὉπὼςτςὃ Ǫ πὼπχὊὊ  πὼὉρυφ Ǫ πὼπχὊὊ  πὼπρυφστς 

If στςρπςσ Ą ὑ στς 

ὑ
ὑ

ς

στς

ψ
τςȢχυ  
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Ўὠ
Ὑὃὓπὼπυὃὃ ὠὨὨ  

ὑ
  

 Ὑὃὓπὼπυὃὃ πὼὅὄψὃ  υςρπφ 

If υςψψσσςχφχ Ą Ὑὃὓπὼπυὃὃ υςρπφφυυσφ ρστσπ LSB 

Ўὠ
ρστσπρσυφψ

σρσφ

ρσψ

σρσφ
πȢπττππυρ 

ὠ σςz ὉὉπὼςτςψ Ǫ πὼπχὊὊ ὉὉπὼςτςω Ǫ πὼπχὊὊ (unsigned) 

ὠ σςz πὼωρχὊ Ǫ πὼπχὊὊ πὼὊπρψ Ǫ πὼπχὊὊ  

ὠ σςzπὼπρχὊ πὼππρψσςzσψσςτ ρςςυφςτ ρςςψπ  

ὠ
ὠ

ὠ ὃzὰὴὬὥ ὠ
ςz  

Where: 

ὠ Ὑὃὓπὼπυὃπ = 0x06D8 = 1752 

If ρχυςσςχφχ Ą ὠ ρχυς 

ὠ Ὑὃὓπὼπυψπ πØτ#υτ ρωυτπ 

If ρωυτπσςχφχ Ą ὠ ρωυτπ 

ὃὰὴὬὥ
ὉὉπὼςτςὅ Ǫ πὼπχὊὊ

ς

πὼρὅψπ Ǫ πὼπχὊὊ

ς
 
πὼπτψπ

ς
 
ρρυς

ρςψ
ω 

ὠ
ὠ

ὠ ὃzὰὴὬὥ ὠ
ςz  

ρχυς

ρχυςzω ρωυτπ
ςz ρσππχȢχρ 

 

Ὕ
Ўz

ςυ
Ȣ

Ȣ  z Ȣ  
 

Ȣ  
ςυ ρχȢπςςςυ  τςȢπς °C 

11.2.2.4. Dŀƛƴ ǇŀǊŀƳŜǘŜǊ ŎŀƭŎǳƭŀǘƛƻƴ όŎƻƳƳƻƴ ŦƻǊ ŀƭƭ ǇƛȄŜƭǎύ 

ὑ
ὋὃὍὔ

Ὑὃὓπὼπυψὃ
 

 

 Ὑὃὓπὼπυψὃ πὼςφπφ ωχστ 

If ωχστσςχφχ Ą Ὑὃὓπὼπυψὃ ωχστ LSB 

ὋὃὍὔσςz ὉὉπὼςτςτ Ǫ πὼπχὊὊ ὉὉπὼςτςυ Ǫ πὼπχὊὊ (unsigned) 

ὋὃὍὔσςz πὼὊρσχ Ǫ πὼπχὊὊ πὼχψρτ Ǫ πὼπχὊὊ  

ὋὃὍὔσςzπὼπρσχπὼππρτσςzσρρςπ ωωυςςπ ωωχς  
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ὑ
ωωχς

ωχστ
ρȢπςττυπσψ 

11.2.2.5. tƛȄŜƭ Řŀǘŀ ŎŀƭŎǳƭŀǘƛƻƴǎ 

The pixel addressing is following the pattern described in Reading pattern as shown in Fig 5:  

11.2.2.5.1. Dŀƛƴ ŎƻƳǇŜƴǎŀǘƛƻƴ 

ὴὭὼ φȟω ὙὃὓὴὭὼὩὰ Ὠὥὸὥzὑ  Ὑὃὓπὼπτωψzὑ    

Ὑὃὓπὼπτωψπὼπσὅὅ  ωχς 

If ωχςσςχφχ Ą Ὑὃὓπὼπτωψ ωχς 

ὴὭὼ φȟω ωχςzρȢπςττυπσψωωυȢχφρχφχχπψυτχ 

11.2.2.5.2. hŦŦǎŜǘ ŎŀƭŎǳƭŀǘƛƻƴ 

ὴὭὼ
ͺ
φȟω ὕὪὪίὩὸ έὪὪίὩὸ φȟω zς    

 ὕὪὪίὩὸ σςz ὉὉπὼςτρρ Ǫ πὼπχὊὊ ὉὉπὼςτρς Ǫ πὼπχὊὊ 

ὕὪὪίὩὸ σςz πὼὄχὉψ Ǫ πὼπχὊὊ πὼὈπρφ Ǫ πὼπχὊὊ  

ὕὪὪίὩὸ σςzπὼπχὉψ πὼππρφσςzςπςτςς φτχφψςς φτχωπ  

If φτχωπ σςχφχ Ą ὕὪὪίὩὸ φτχωπφυυσφ χτφ  

έὪὪίὩὸ φȟω ὉὉπὼςτωψ Ǫ πὼπχὊὊ πὼὊψτω Ǫ πὼπχὊὊ πὼππτωχσ  

If χσ ρπςσ Ą έὪὪίὩὸ φȟω χσ 

ὕὪὪίὩὸ 
 Ǫ 

  (unsigned) 

ὕὪὪίὩὸ 
 Ǫ 

  π  

ὴὭὼ
ͺ
φȟω χτφχσ zς φχσ  LSB 

11.2.2.5.3. Lw Řŀǘŀ ŎƻƳǇŜƴǎŀǘƛƻƴ ς ƻŦŦǎŜǘΣ ±55 ŀƴŘ ¢ŀ 

ὴὭὼ ͺ φȟω ὴὭὼ φȟω ὴὭὼ
ͺ
ᶻρ ὑ ȟ ᶻὝ Ὕ ᶻρ ὑ ȟ ᶻὠ ὠ  

The same calculation must be done for the second subpage as well 

ὴὭὼ
ͺ
φȟω ὕὪὪίὩὸ έὪὪίὩὸ φȟω zς    

έὪὪίὩὸ φȟω ὉὉπὼςφὈψ Ǫ πὼπχὊὊ πὼὊψτχ Ǫ πὼπχὊὊ πὼππτχχρ  

If χρ ρπςσ Ą έὪὪίὩὸ φȟω χρ 

ὴὭὼ
ͺ
φȟω χτφχρ zς φχρ  LSB (ὕὪὪίὩὸ  and ὕὪὪίὩὸ are the same for both subpages) 
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ὴὭὼ ͺ φȟω ὴὭὼ φȟω ὴὭὼ
ͺ
ᶻρ ὑ ȟ ᶻὝ Ὕ ᶻρ ὑ ȟ ᶻὠ ὠ  

NOTE: In the example bellow calculation are done for subpage 0 only 

ὑ ȟ

ὑ ȟ ςz ὑ

ς
 

Where: 

ὑ ȟ
 Ǫ 

 (depending on pixel number)  

ὑ ȟ
 Ǫ 

 φ  

If φ σρ Ą ὑ ȟ φ 

ὑ ὉὉπὼςτρυ Ǫ πὼπχ&&πὼ#ς&$ Ǫ πὼπχ&&πς&$χφυ     

If χφυ ρπςσ Ą ὑ χφυ 

ὑ
 Ǫ 

  (unsigned)  

ὑ
 Ǫ 

 
 

ρψ  

ὑ ὉὉπὼςτρφ Ǫ πὼππρ&  (unsigned)  

ὑ πὼρὃτσ Ǫ πὼππρ&πὼπππσσ   

ὑ ȟ

ὑ ȟ ςz ὑ

ς

φz ς χφυ

ς
 πȢππσρπρστω 

ὑ ȟ

ὑ ȟ ςz ὑ

ς
  

Where: 

ὑ ȟ ὉὉπὼςφρψ Ǫ πὼππρ& (depending on pixel number)  

ὑ ȟ πὼ"ψ#π Ǫ πὼππρ&πὼπππππ  

If π ρυ Ą ὑ ȟ π 

 ὑ ὉὉπὼςτρχ Ǫ πὼπχ&&  

 ὑ πὼὅὃωὃ Ǫ πὼπχ&&πὼπςωὃ φφφ  

If φφφρπςσ Ą ὑ φφφ 

ὑ
 Ǫ 

  (unsigned)  

ὑ
 Ǫ 

ρρ    
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ὑ ὉὉπὼςτρψ Ǫ πὼππρ&  (unsigned)  

ὑ πὼυρφτ Ǫ πὼππρ&πὼπππττ    

ὑ ȟ

ὑ ȟ ςz ὑ

ς

πz ς φφφ

ς
πȢσςυρωυσ  

ὴὭὼ ͺ φȟω ὴὭὼ φȟω ὴὭὼὕὛὶὩὪz ρ ὑ ȟ ᶻὝ Ὕ ᶻρ ὑ ȟ ᶻὠ ὠ  

ὴὭὼ ͺ φȟω ωωυȢχφρχφχχπψυτχφχσz ρ πȢππσρπρσυᶻτςȢπςςυᶻρ πȢσςυρωυσ z σȢςυυωωσȢσ  

ὴὭὼ ͺ φȟω ωωυȢχφρχφχχπψυτχφχσz ρ πȢππσρπρσυᶻτςȢπςςυᶻρ πȢσςυρωυσ z σȢςυυωωσȢσ  

ὴὭὼ ͺ φȟω ρφωτȢρτυχφχ 

11.2.2.5.4. Lw Řŀǘŀ 9ƳƛǎǎƛǾƛǘȅ ŎƻƳǇŜƴǎŀǘƛƻƴ 

ὉάὭίίὭὺὭὸώὉὉπὼςτςσ Ǫ πὼπχ&&πὼρω%φ Ǫ πὼπχ&&πὼπρ%φτψφ  

If τψφρπςσ Ą ὉάὭίίὭὺὭὸώτψφ 

ὉάὭίίὭὺὭὸώ  πȢωτωςρψ  

11.2.2.6. /t Řŀǘŀ ŎŀƭŎǳƭŀǘƛƻƴǎ 

11.2.2.6.1.  /ƻƳǇŜƴǎŀǘƛƴƎ ǘƘŜ D!Lb ƻŦ /t ǇƛȄŜƭ 

ὴὭὼ φȟω  Ὑὃὓπὼπυψψzὑ    

ὙὃὓπὼπυψψπὼὊὊωχ  φυτσρ 

If φυτσρσςχφχ Ą Ὑὃὓπὼπυψψφυτσρφυυσφ ρπυ 

ὅὖ ὴὭὼ ρπυzρȢπςττυπσψρπχȢυφχςψωω  

11.2.2.6.2. /ƻƳǇŜƴǎŀǘƛƴƎ ƻŦŦǎŜǘΣ ¢ŀ ŀƴŘ ±55 ƻŦ /t ǇƛȄŜƭ 

ὅὖ ὴὭὼ ὅὖ ὴὭὼ ὴὭὼ
ͺ
ᶻρ ὑ ͺ ᶻὝ Ὕ ᶻρ ὑͺ ᶻὠ ὠ  

ὴὭὼ
ͺ

σςz ὉὉπὼςτςὊ Ǫ πὼπχὊὊ ὉὉπὼςτσπ Ǫ πὼπχὊὊ 

ὴὭὼ
ͺ

σςz πὼὅὊὊὅ Ǫ πὼπχὊὊ πὼὃππω Ǫ πὼπχὊὊ  

ὴὭὼ
ͺ

σςzπὼπχὊὅ πὼπππωσςzςπττω φυτπψω φυτρχ  

If φυτρχ σςχφχ Ą ὴὭὼ
ͺ

φυτρχ φυυσφ ρρω  

ὑ ͺ πȢσρςυ   

ὑ
 Ǫ  Ǫ 

φ (unsigned) 

Where: 
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ὑ
ͺ

ὉὉπὼςτσς Ǫ πὼππσ& (signed) 

ὑ
ͺ

πὼ&ρωτ Ǫ πὼππσ&πὼππρτςπ (signed) 

If ςπ σρ Ąὑ
ͺ

ςπ 

ὑ ͺ
 

ͺ
πȢππςσρωσσυω   

ὑ
ͺ

 Ǫ  Ǫ 
ρσ  (unsigned) 

Where: 

ὑ
ͺ

ὉὉπὼςτσρ Ǫ πὼππσ& πὼ""υσ Ǫ πὼππσ& πὼππρσρω (signed) 

If ρω σρ Ąὑ
ͺ

ρω 

ὅὖ ὴὭὼ ρπχȢυφχςψωωρρωz ρ πȢππςσρωσσυωᶻτςȢπς ςυᶻρ πȢσρςυzσȢςυυωωσȢσ  

ὅὖ ὴὭὼ ρτȢτςωπρψωφ 

11.2.2.7. Lw Řŀǘŀ ƎǊŀŘƛŜƴǘ ŎƻƳǇŜƴǎŀǘƛƻƴ 

ὝὋὅ π  

Where: 

ὝὋὅ ὉὉπὼςτσσ Ǫ πὼπρ&& πὼὊὅππ Ǫ πὼπρ&& πὼπππππ (signed) 

If π ςυυ ĄὝὋὅ π 

ὠ ȟ
ͺ ȟ ᶻ  

 
Ȣ ᶻ Ȣ

Ȣ
ρχψτȢχψπτωρχψυ  

11.2.2.8. bƻǊƳŀƭƛȊƛƴƎ ǘƻ ǎŜƴǎƛǘƛǾƛǘȅ 

ȟ
ȟ
z    

The row for the pixel is calculated as follows:  

ὖὭὼὩὰ Ὥὲὸ
ᶻ

ρ Ὥὲὸ
ᶻ

ρ Ὥὲὸ ρ σ  


Ǫ 

    


ὉὉπὼςτρὃ Ǫ πὼπχὉπ

ς
ςπ

πὼπρψὅ Ǫ πὼπχὉπ

ς
ςπ

πὼπρψπ

σς
ςπ 

σψτ

σς
ςπ σς 


Ǫ  Ǫ 

σȢτυυςπφχυρψςστσὉ πχ     

  φȟω ὉὉπὼςυυψ Ǫ πὼπχ&&πὼ&&&& Ǫ πὼπχ&&πὼπχ&&ςπτχ  

 ȟ
ȟ
z σzȢτυυςπφχυρψςστσὉ πχ σȢτυυςπφχυρψςστσὉ πχ           
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 Ǫ 

    

 ὉὉπὼςτςὉ Ǫ πὼπχὊὊ πὼὅψςφ Ǫ πὼπχὊὊ  πὼππςφσψ    


Ǫ  Ǫ 

   σȢπρωυςςτπωψψφρςὉ πω    

ὑίὝὥὉὉπὼςτςς Ǫ πὼπχ&& πὼςχ"ψ Ǫ πὼπχ&&πὼπχ"ψρωχφ   

If ρωχφρπςσ Ą ὑίὝὥρωχφςπτψ χς 

ὑίὝὥ   πȢππςρωχςφυφςυ  

 ȟ  ȟ ὝὋὅz ᶻρ ὑ ᶻὝ Ὕ  

 φȟω σȢτυυςπφχυρψςστσὉ πχ πz σȢπρωυςςτπωψψφρςὉ πωz ρ πȢππςρωzτςȢπς ςυ 

 ȟ σȢσςφτρψπφφσωχσρὉ πχ 

11.2.2.9. /ŀƭŎǳƭŀǘƛƴƎ ¢ƻ ŦƻǊ ōŀǎƛŎ ǘŜƳǇŜǊŀǘǳǊŜ ǊŀƴƎŜ όлϲ/Χул ϲ/ύ 

ὑίὝέ ὉὉπὼςτσχ Ǫ πὼπχ&& πὼὉὈςς Ǫ πὼπχ&&πὼπυςςρσρτ  

If ρσρτ ρπςσ Ą ὑίὝέ ρσρτ ςπτψχστ 

ὑίὝέ
χστ

ς
πȢπππφωωωωχ 

Where: 

ὑίὝέ ὉὉπὼςτστ Ǫ πὼπχ&& (unsigned) 

ὑίὝέ πὼχψρτ Ǫ πὼπχ&&πØππρτςπ  

As the IR signal received by the sensor has two components: 
1. IR signal emitted by the object  
2. IR signal reflected from the object (the source of this signal is surrounding environment of the sensor) 

In order to compensate correctly for the emissivity and achieve best accuracy we need to know the surrounding 

temperature which is responsible for the second component of the IR signal namely the reflected part - Ὕὶ.  In case this 

Ὕὶ temperature is not available and cannot be provided it might be replaced by Ὕ Ὕ υ.  

[ŜǘΩǎ ŀǎǎǳƳŜ Ὕὶ σχ°C. 

Ὕ Ὕ ςχσȢρυ τςȢπς ςχσȢρυ σρυȢψχ ωψφφψχρψσρȢψπφςρ 

Ὕὶὑτ Ὕὶ ςχσȢρυτ σχ ςχσȢρυτ σπτȢρυτ ωςυσπωχυχχȢφψυυπφ 

Ὕ Ὕ
Ὕ Ὕ

‐
ωςυσπωχυχχȢφψυυπφ

ωςυσπωχυχχȢφψυυπφωψφφψχρψσρȢψπφςρ

πȢωυ
ωψωωρχυχσωȢως 

Ὓ ȟ ὑ ᶻ  ȟ ὠz ȟ  ȟ Ὕz  

Ὓ ȟ πȢπππφωωωωχᶻ σȢσςφτρψπφφσωχσρὉ πχz ρχψυ σȢσςφτρψπφφσωχσρὉ πχz ωψωωρχυχσωȢως 
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Ὓ ȟ ψȢρψτφσφφτυσστωυὉ πψ 

Ὕ ȟ

ὠ ȟ

 ȟ ᶻρ ὑίὝέσ ςzχσȢρυ Ὓ ȟ  
 Ὕ ςχσȢρυ 

 

Ὕ ȟ

ρχψυ

σȢσςφτρψπφφσωχσρὉ πχz ρ πȢπππφωωωωχςzχσȢρυ ψȢρψτφσφφτυσσυὉ πψ  
 ωψωωρχυχσωȢωςςχσȢρυ 

 

Ὕ ȟ

ρχψυ

σȢρτσωχωττςτρφὉ πχ  
 ωψωωρχυχσωȢως ςχσȢρυ 

 
 

Ὕ ȟ ЍρυυχφφωσχχωȢσχχσςχσȢρυ συσȢςχωψρςςχσȢρυ Ȣ  Ј╒ 

11.2.2.9.1. /ŀƭŎǳƭŀǘƛƻƴǎ ŦƻǊ ŜȄǘŜƴŘŜŘ ǘŜƳǇŜǊŀǘǳǊŜ ǊŀƴƎŜǎ 

In order to extent the object temperature range and get the best possible accuracy an additional calculation cycle is needed. 
We can identify 8 object temperature ranges (each temperature range has its own so called Corner Temperature ς CT which 
is the temperature at which the range starts): 
 

- Object temperature range 1 =  -плϲ/ Χ -20°C (Corner temperature for this range is -40°C and cannot be changed) 
- Object temperature range 2 =  -20ϲ/ Χ лϲ/ όCorner temperature for this range is -20°C and cannot be changed)  
- Object temperature range 3 =  0ϲ/ Χ улϲ/ όCorner temperature for this range is 0°C and cannot be changed) 
- Object temperature range 4 =  80ϲ/ Χ мнлϲ/ όCorner temperature for this range is 80°C and cannot be changed) 

- Object temperature range 5 =  120°C Χ /¢с°C(Corner temperature for this range is 120°C and cannot be changed) 
- Object temperature range 6 =  CT6ϲ/ Χ /¢тϲ/ 
- Object temperature range 7 =  CT7ϲ/ Χ /¢уϲ/ 
- Object temperature range 8 =  /¢уϲ/ Χ  

 
In order to be able to carry out temperature calculation for the ranges outside of temperature range 3 ό¢ƻ Ґ лϲ/Χ80°C) 
an additional parameters are needed and must be extracted from the device EEPROM. Those parameters are: 
 

- So called corner temperature (CTx) i.e. the value of temperature at the beginning of the range. Please 
note that the corner temperatures for range 1 is fixed to -40°C, corner temperatures for range 2 is fixed to 
-20°C, corner temperatures for range 3 is fixed to 0°C, corner temperatures for range 4 is fixed to 80°C , 
corner temperatures for range 5 is fixed to 120°C while CT6, CT7 and CT8 are adjustable  

- Sensitivity slope for each range ς KsTox 

- Ὕ ȟ  calculated in 11.2.2.9 

11.2.2.9.1.1. wŜǎǘƻǊƛƴƎ ŎƻǊƴŜǊ ǘŜƳǇŜǊŀǘǳǊŜǎ 

The information regarding corner temperatures is stored into device EEPROM and is restored as follows: 

ὅὝφ  ὉὉπὼςτσ! Ǫ πὼπχ&&πØψπ#ψ Ǫ πὼπχ&&πὼππὅψ  ςππЈὅ  

ὅὝχ  ὉὉπὼςτσ# Ǫ πὼπχ&& πØτρωπ Ǫ πὼπχ&&πὼπρωπ τππЈὅ  

ὅὝψ  ὉὉπὼςτσ% Ǫ πὼπχ&& πØ$!υψ Ǫ πὼπχ&&πὼπςυψφππЈὅ  

Or we can construct the temperatures for the ranges as follows: 
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CT1 = -40°C (hard codded) < Range 1 > CT2 = -20°C (hard codded) < Range 2 > CT3 = 0°C (hard codded) < Range 3 > CT4 = 80°C 

(hard codded) < Range 4 > CT5 = 120°C (hard codded) < Range 5 > CT6 < Range 6 > CT7 < Range 7 > CT8 < Range 8 

11.2.2.9.1.2. wŜǎǘƻǊƛƴƎ ǘƘŜ ǎŜƴǎƛǘƛǾƛǘȅ ǎƭƻǇŜ ŦƻǊ ŜŀŎƘ ǊŀƴƎŜ 

ὑίὝέίὧὥὰὩςπ has been extracted in 11.1.10 

ὑίὝέ ὉὉπὼςτσυ Ǫ πὼπχ&& πὼὉὈςς Ǫ πὼπχ&&πὼπυςςρσρτ  

If ρσρτ ρπςσ Ą ὑίὝέ ρσρτ ςπτψχστ 

ὑίὝέ
χστ

ς
πȢπππφωωωωχ 

ὑίὝέ ὉὉπὼςτσφ Ǫ πὼπχ&& πὼὉὈςς Ǫ πὼπχ&&πὼπυςςρσρτ  

If ρσρτ ρπςσ Ą ὑίὝέ ρσρτ ςπτψχστ 

ὑίὝέ
χστ

ς
πȢπππφωωωωχ 

ὑίὝέ ὉὉπὼςτσψ Ǫ πὼπχ&& πὼὉὈςς Ǫ πὼπχ&&πὼπυςςρσρτ  

If ρσρτ ρπςσ Ą ὑίὝέ ρσρτ ςπτψχστ 

ὑίὝέ
χστ

ς
πȢπππφωωωωχ 

ὑίὝέ ὉὉπὼςτσω Ǫ πὼπχ&& πὼὉὈςς Ǫ πὼπχ&&πὼπυςςρσρτ  

If ρσρτ ρπςσ Ą ὑίὝέ ρσρτ ςπτψχστ 

ὑίὝέ
χστ

ς
πȢπππφωωωωχ 

ὑίὝέ ὉὉπὼςτσὄ Ǫ πὼπχ&& πὼὉὈςς Ǫ πὼπχ&&πὼπυςςρσρτ  

If ρσρτ ρπςσ Ą ὑίὝέ ρσρτ ςπτψχστ 

ὑίὝέ
χστ

ς
πȢπππφωωωωχ 

ὑίὝέ ὉὉπὼςτσὈ Ǫ πὼπχ&& πὼὉὈςς Ǫ πὼπχ&&πὼπυςςρσρτ  

If ρσρτ ρπςσ Ą ὑίὝέ ρσρτ ςπτψχστ 

ὑίὝέ
χστ

ς
πȢπππφωωωωχ 

ὑίὝέ ὉὉπὼςτσὊ Ǫ πὼπχ&& πὼὉὈςς Ǫ πὼπχ&&πὼπυςςρσρτ  

If ρσρτ ρπςσ Ą ὑίὝέ ρσρτ ςπτψχστ 

ὑίὝέ
χστ

ς
πȢπππφωωωωχ 

Now we can calculate sensitivity correction coefficients for each temperature range:  
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ὃὰὴὬὥ  
ρ

ρ ὑίὝέρz ὅὝς ὅὝρ
ὃzὰὴὬὥ  

ὃὰὴὬὥ  
ρ

ρ πȢπππφωωωωχᶻ ςπ τπ
ρzȢπρτρωψχςρρȢπρτρωψχςρρzȢπρτρωψχςρ ρȢπςψυωω  

ὃὰὴὬὥ
ρ

ρ ὑίὝέςz ὅὝσ ὅὝς

ρ

ρ πȢπππφωωωωχᶻπ ςπ
ρȢπρτρωψχςρ 

ὃὰὴὬὥ ρ 

ὃὰὴὬὥ ρ ὑίὝέσz ὅὝτ ὅὝσ ρ πȢπππφωωωωχᶻψπ π πȢωττπππςτ  

ὃὰὴὬὥ ρ ὑίὝέτz ὅὝυ ὅὝτ ὃzὰὴὬὥ   

ὃὰὴὬὥ ρ πȢπππφωωωωχᶻρςπψπ πzȢωττπππςτπȢωρχυφψστχ  

ὃὰὴὬὥ ρ ὑίὝέυz ὅὝφ ὅὝυ ὃzὰὴὬὥ   

ὃὰὴὬὥ ρ πȢπππφωωωωχᶻςππ ρςπz πȢωρχυφψστχπȢψφφρψτχτ   

ὃὰὴὬὥ ρ ὑίὝέφz ὅὝχ ὅὝφ ὃzὰὴὬὥ   

ὃὰὴὬὥ ρ πȢπππφωωωωχᶻτππςππz πȢψφφρψτχτπȢχττωρωσωφ   

ὃὰὴὬὥ ρ ὑίὝέχz ὅὝψ ὅὝχ ὃzὰὴὬὥ   

ὃὰὴὬὥ ρ πȢπππφωωωωχᶻφππτππz πȢχττωρωσωφ πȢφτπφσρρςψ   

11.2.2.9.1.3. 9ȄǘŜƴŘŜŘ ¢ƻ ǊŀƴƎŜ ŎŀƭŎǳƭŀǘƛƻƴ 

The input parameter for this calculation is the object temperature calculated in Calculating To for basic temperature range 

όлϲ/Χ80 °C). 

 

If ὝὕὭȟὮ < -20°C we are in range 1 and we will use the parameters (ὑίὝέρ, ὃὰὴὬὥ  and ὅὝρ τπЈὅ) 

If -20°C < ὝὕὭȟὮ < -40°C we are in range 2 and we will use the parameters (ὑίὝές, ὃὰὴὬὥ  and ὅὝς ςπЈὅ) 

If 0°C < ὝὕὭȟὮ < 80°C we are in range 3 and we will use the parameters (ὑίὝέσ, ὃὰὴὬὥ  and ὅὝσ πЈὅ) 

If 80°C < ὝὕὭȟὮ < 120°C we are in range 4 and we will use the parameters (ὑίὝέτ, ὃὰὴὬὥ  and ὅὝτ ψπЈὅ) 

If 120°C < ὝὕὭȟὮ < CT6°C we are in range 5 and we will use the parameters (ὑίὝέυ, ὃὰὴὬὥ  and ὅὝυ ρςπЈὅ) 

If CT6°C < ὝὕὭȟὮ < CT7°C we are in range 6 and we will use the parameters (ὑίὝέφ, ὃὰὴὬὥ  and ὅὝφ ςππЈὅ) 

If CT7°C < ὝὕὭȟὮ < CT8°C we are in range 7 and we will use the parameters (ὑίὝέχ, ὃὰὴὬὥ  and ὅὝχ  τππЈὅ) 

If CT8°C < ὝὕὭȟὮ  we are in range 8 and we will use the parameters (ὑίὝέψ, ὃὰὴὬὥ  and ὅὝψ φππЈὅ) 

 

Ὕ
ͺ ȟ

ὠ ȟ

 ὭȟὮ ὃzὒὴὬὥὧέὶὶὶὥὲὫὩὢzρ ὑί ᶻὝ ὭȟὮ #48   
 Ὕὥ ὶ ςχσȢρυ 
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12. tŜǊŦƻǊƳŀƴŎŜ ƎǊŀǇƘǎ 

12.1. !ŎŎǳǊŀŎȅ 

12.1.1. tƛȄŜƭ ŀŎŎǳǊŀŎȅ 

All accuracy specifications apply under settled isothermal conditions only. 
Furthermore, the accuracy is only valid if the object fills the FOV of the sensor completely. 
 
Parameter definitions: 
Frame accuracy is defined as average value of the all (768) pixels in the frame or for frame ὲ can be expressed as: 
 

Ὕ ᾪὶὥάὩὲ
ρ

χφψ
Ὕ άȟὲ 

 

ὊὶὥάὩ ὥὧὧόὶὥὧώὝ ᾪὶὥάὩὲ Ὕ  

 
Non-uniformity is defined as the maximum deviation of each individual pixel reading vs. the absolute accuracy. 
 

ὔέὲ ὟὲὭὪέὶάὭὸώ ὓὃὢὝ ά Ὕ ᾪὶὥάὩὲ  

 
Pixel absolute accuracy is defined as: 
 

Ὕ     ὊὶὥάὩ ὥὧὧόὶὥὧώ ὔέὲ ὟὲὭὪέὶάὭὸώ 

 

 

Figure 17 Temperature absolute accuracy - MLX90641BCA  

 

Frame accuracy ±1°C

Non-uniformity zone1 ±0.5°C

Non-uniformity zone2 ±1°C

Non-uniformity zone3 ±2°C±2%*|To-Ta|

Frame accuracy ±1°C ±3.0%*|To-Ta|

Non-uniformity zone1 ±1°C ±1.5%*|To-Ta|

Non-uniformity zone2 ±2°C ±1.5%*|To-Ta|

Non-uniformity zone3 ±4°C ±1.5%*|To-Ta|

Frame accuracy ±4°C ±3.0%*|To-Ta|

Non-uniformity ±1°C ±1.5%*|To-Ta|

Frame accuracy ±2.5°C ±3.0%*|To-Ta|

Non-uniformity zone1 ±1°C ±1.5%*|To-Ta|

Non-uniformity zone2 ±2°C ±1.5%*|To-Ta|

Non-uniformity zone3 ±4°C ±1.5%*|To-Ta|

±4°C ±5% * |To-Ta|±3°C ±5% * |To-Ta|±5.5°C ±5% * |To-Ta|

To, °C

-40°C 0°C 50°C 125°C

-20°C

0°C

100°C

200°C

300°C
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Figure 18 Temperature absolute accuracy - MLX90641BCB 

 
 

   

Figure 19 Different accuracy zones depending on device type (BCA on the left and BCB on the right) 

Example: If we assume that the sensor (BCA type, zone 1) is measuring a target at 80°C that would mean that there should be 
no pixel with error bigger than: 

Ὕ     ὊὶὥάὩ ὥὧὧόὶὥὧώ ὔέὲ ὟὲὭὪέὶάὭὸώρ πȢυ ρȢυЈὅ  

 
NOTES:  

1) For best performance it is recommended to keep the supply voltage as accurate and stable as possible to 3.3V ± 
0.05V 

2) As a result of long term (years) drift there can be an additional measurement deviation of ± 3°C for object 
temperatures around room temperature.  

12.1.2. ¢ŀ ŀŎŎǳǊŀŎȅ 

Absolute accuracy for the Ta channel (die temperature): 

 Ὕ   πȢυЈὅ  

 
NOTE: Actual sensor surrounding temperature would be approximately 5°C lower  

 

Frame accuracy ±4°C ±3.0%*|To-Ta|
Non-uniformity ±1°C ±1.5%*|To-Ta|

Frame accuracy ±1°C ±3.0%*|To-Ta|

Non-uniformity zone1 ±1°C ±2%*|To-Ta|

Non-uniformity zone2 ±2°C ±2%*|To-Ta|

Frame accuracy ±2.5°C ±3.0%*|To-Ta|

Non-uniformity zone1 ±1.5°C ±1.5%*|To-Ta|

Non-uniformity zone2 ±2.5°C ±1.5%*|To-Ta|

±3°C ±5% * |To-Ta|

To, °C

±5.5°C
-20°C

0°C

100°C

200°C

300°C

±4°C ±5% * |To-Ta|

-40°C 0°C 50°C 125°C

Zone 2

Zone 1

Zone 3Zone 3

Zone 3 Zone 3

Zone 1

Zone 2
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12.2. {ǘŀǊǘǳǇ ǘƛƳŜ 

12.2.1. CƛǊǎǘ ǾŀƭƛŘ Řŀǘŀ 

After POR the first valid data is available after (depending on the selected refresh rate)  Ὕ ͺ  which is calculated as: 

 Ὕ ͺ ψπ ςz υππ, ms  (Example refresh rate is 2Hz ς the default value) 

It is always subpage 0 to be measured first after POR then subpage 1 and so on alternating. 
 
NOTE1: In case one changes the refresh rate on the fly (by writing new values into device register (0x800D)) the settings 
will take place only after the subpage under measurement is finished. 
 
NOTE2: Although the first subpage is ready after 500ms it is necessary to have data from both subpages in order to be 
able to calculate the Ta meaning that the valid data are only possible after twice the refresh rate after POR. 
 

   
 

12.2.2. ¢ƘŜǊƳŀƭ ōŜƘŀǾƛƻǊ  

Although electrically the device is set and running there is thermal stabilization time necessary before the device can 
reach the specified accuracy ς up to 3 min. 

  

40ms 2Hz

Subpage 0 Subpage 1

Set 8Hz

Subpage 0

Default

Active 2Hz refresh rate 8Hz refresh rate start

Valid data
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12.3. bƻƛǎŜ ǇŜǊŦƻǊƳŀƴŎŜ ŀƴŘ ǊŜǎƻƭǳǘƛƻƴ 

There are two bits in the configuration register that allow changing the resolution of the MLX90641 measurements. 
Increasing the resolution decreases the quantization noise and improves the overall noise performance. 
Measurement conditions for the noise are: To=Ta=25°C 
 
NOTE: Due to the nature of the thermal infrared radiation, it is normal that the noise will decrease for high temperature and 
increase for lower temperatures 
 

 

Figure 20 MLX90641BCx noise vs refresh rate for different device types 

 
Not all pixels have the same noise performance. Because of the optical performance of the integrated lens, it is normal 
that the pixels in the corner of the frame are noisier in comparison with the pixels in the middle. The graphs bellow 
show the distribution of the noise density versus the pixel position in the frame (pixel number) 
 

 

Figure 21 MLX90641BCA noise vs pixel and refresh rate at 1Hz and 2Hz 

 

 

Figure 22 MLX90641BCA noise vs pixel and refresh rate at 4Hz, 8Hz and 16Hz 
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Figure 23 MLX90641BCB noise vs pixel and refresh rate at 1Hz and 2Hz 

 

 

Figure 24 MLX90641BCB noise vs pixel and refresh rate at 4Hz, 8Hz and 16Hz 

 
 

NETD (K) 1Hz RMS noise (temperature equivalent), all pixels 

MLX90641 Average Min Standard deviation 

BCA 0.07 0.04 0.03 

BCB 0.15 0.07 0.05 

Table 12 Noise performance 
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12.4. CƛŜƭŘ ƻŦ ǾƛŜǿ όCh±ύ 

 

Figure 25 Field Of View measurement 

 
The specified FOV is calculated for the wider direction, in this case for the 16 pixels.   
 

FOV 
X direction Y direction 

Central pointing from normal 
(X & Y direction) 

Typ Typ Max 

MLX90641-ESF-BCA 110° 75° 5° 

MLX90641-ESF-BCB 55° 35° 3° 

Table 13 Available FOV options 

 
 

 

  

Point heat source 

Rotated sensor Angle of incidence 

100% 

50% 

Sensitivity 

Field Of View 
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13. !ǇǇƭƛŎŀǘƛƻƴ ƛƴŦƻǊƳŀǘƛƻƴ 

13.1. hǇǘƛŎŀƭ ŎƻƴǎƛŘŜǊŀǘƛƻƴǎ 

As this is an optical device a care must be taking such that the device performs according to the specification. One such 
parameter is FOV obstruction. It is paramount that the FOV in the optical path is kept clear. The external aperture is 
designed such to shape the FOV of the device and is installed prior calibration process thus cam be considered as part 
ƻŦ ǘƘŜ ŘŜǾƛŎŜ ǿƘƛŎƘ ŘƻŜǎ ƴƻǘ ƛƳǇŀŎǘ ǘƘŜ ǇŜǊŦƻǊƳŀƴŎŜ ōǳǘ Ƴŀȅ ōŜ ǳǎŜŘ ŀǎ ŀ ǊŜŦŜǊŜƴŎŜ ŦƻǊ ǘƘŜ ǎƻ ŎŀƭƭŜŘ άhǇǘƛŎŀƭ ŦǊŜŜ 
ȊƻƴŜέ ς see Figure 27 hereafter. 

 

Figure 26 Application examples concerning the optical consideration 

13.2. 9ƭŜŎǘǊƛŎŀƭ ŎƻƴǎƛŘŜǊŀǘƛƻƴǎ 

 

Figure 27 MLX90641Bxx electrical connections 

As the MLX90641Bxx is fully I2C compatible it allows to have a system in which the MCU may be supplied with VDD=2.6VΧр± 
ǿƘƛƭŜ ǘƘŜ ǎŜƴǎƻǊ ƛǘΩǎ ǎŜƭŦ ƛǎ ǎǳǇǇƭƛŜŘ ŦǊƻƳ ǎŜǇŀǊŀǘŜ ǎǳpply VDD1=3.3V (or even left with no supply i.e. VDD=0V), with the I2C 
connection running at supply voltage of the MCU. 

  
















